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1. Rating:DC12V 50mA
2.Travel:0.25 +0.1mm.
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N

N T 5. Life: Cycles Min.

s @ @ 50,000 Cy

\ : < > -

S S?[iif;\f/lTlC : i

\ 5 |flat cover plateiron sheet | silver | SSobeg

hosph _

’D‘ H(®5BE) 2 3 | shrapnel ﬂogﬁgror Silver cover
@35 4.3 \ 2 |pedestal | Passus%) | black
@3, 5.0 L ; ; .
zgg 5.0 45 1 | inserts | brass | silver |platewith silver

. . N
233 7.0 P )75 4% #ol# #H | m e & &

: 8.0 £P 4] LK FE AR _— NO.| DESCRIPTION | MATERIAL| COLOR REMARK
93.3 0 @ N S S N —
B3 80 Recommended P08 lyou P FIFEBRHEERAR
23.0 13.0 ST | BX6  AEMy R 2 AR A&

Age T2 Toraw [l @ | 404 TvPE No. TS665CJ
70~30 0.3 | DPESIGN | % it a NO.(OLD)
PO | 07/11/08 - 015 I W3 A
TRELERE K| A lgf] B BJi] ek AR A GENERA:?OLERANCE CHECCH | # DRAWlﬁG NO. |ﬁrmr
ECN‘DCNENO_ﬂ DATE DESCRIPTION CHANGE | APPRO. |unLess otHerwise noteo] APPRO. | 7K A E%é SCALE| 5:1 UNIT | mm | Ad |—@

071108-01



Spi# EnFTEHHBARLE

T SHENZHEN SHOUHAN TECHNOLOGY CO.LTD
Tel: 0755-27597601 Fax: 0755-27597491

4 f& _LA :FB )

. SPECIFICATION FOR APPROVAL ;

Material code:

P ¥R Project:

i = i
A KIS Part No: TSE65C

=AF]HEINED Approval signatures

£l 5 /Part No. % #/Signatures

U /Drawn N

B #%/Check

v /Approved B4




SBEs Fnl TR B L AL ]

;s!z:

m AP

PRODUCT SPECIFICATION

SIRLES Z%1):TACT SWITCHES(# fii JT-5%)
MODEL 5 TS665C]
1.RATING HEE:50mA 12VDC

2.CONSTRUTION DIMENSION 4 #4 R ~f

Apply to the appended drawing £+ : & Bt /11 &I 4%

3.APPEARANCE 4%}

W 3 05, 8L R 4%

Have no remarkable damage,crack and rust etc/G:

4. CONTACTLOOP /it i1 % Monople loop: #3d #1451 #
ITEM &% TEST CONDITION Jlli%ff | SPECIFICATION #if%
5.CAPABILITY OF ELECTRIC H 5 14: &
INSULATION RESISTANCE Measurements shall be made following Application
SA | #ZHH of DC500V potential across terminals and across| ;o0M Q min
terminals and fuame for lminute?E, % T & [A] A ¥ 100 JEBKLL |

THFRZIAN DC500V 24N 4F4E 1 735l &.

5B | WITHSTAND VILTAGE
i P s

AC250V. 50HZ. 1min (imin(interrupting
current<<500uA). AC250V. 50HZ. 1 Z¥f(Js
HLIE S00uA)

There shall be no
briakdown ¢ i %

BRI

5C | CONTACT CIRCUIT
¢ i Fi L

Addition 1.5-2 time force on the top of the keystrok
and press the switch,DC50V100mA 7F 4% £ Tii vy I
TR 152 f519 714257155, DC50V,10Ma.

50m<Q Max
GomQL™

Addition DC5V on the two side of switch,at a speed

The flash time

5D | SWITCH CONNECTION | of 3-5time a sec.to press the switch7E. JF S (1) P %ifi| betwcen open not
FLASH JF 2 f 5 ] 5 i DCSV WIHLE, BA 3-5 /AP BE 2 BT 5%, more than 10ms.
TERAEB@E AN W IT
IS PR AR Bl I T
AKTF 10 ms.
6. MECHANICAL EFFICIENCY ML g
Switch electric
6A | CONTACT STRENGTH The contact shall be capable of a rorce of SN for 5| andmechanical
Jo g seconds in any directionsiy. JFRENIETT M AJ K% | efficiency  does
FrAEE 1 SN, ¥ 5 FDEh. not break JCHiH
I HL R B AL bk
PERE
6B | CONTACT JOURNEY AT AR
0.25+0.1mm
6C | DRIVE FORCE Being measure at across spring piece and across| Contact switch’sd

Ly

keystoke forergometer H. Ml /7 1H7E 458 5 5 v 2
ETRUE

drive dirive fouce
was250+50gf.

FA I IR IKEN 7
N250+50gf
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PRODUCT SPECIFICATION

6D |CONNECTION A force of 1N being appling in any directions of the | Switch mechanical
STRENGTH switch connection partt. 7E. 4% £k ¥ () 1 F J7 [ Jiti | efficiency does not
LR i o I IN 177, break TG A5 T A
PERE.
6E | MECHANICAL LIFE Operatin at a rate of 30-50 cycles a minute. PA |Life:50000ycles

BB i

30-50 K/ 53 ) B B8 FE H A

F55:500007%

7. ENVIRONME NT----RESISTANT EFFICIENCY [ ¥ 5514 fig

The first temperature shall be 65°C ,2h and

7A | CHANGE OF changed to-30°C, 2h, 5¢ ycles of above test.
TEMPERATURE i JE 454k, % 65°C, 2h, #RJ5-30°C, 2h, HIMLEE 3 K.

40+2C in temperature and 95%RH , Ruring

thetest time without load; After testing

7B |HUMIDITY RESISTANT fif i | the temperature should be 48h. % 40+2°C,

FAXTIEE 95%, WIS I, TR ABE, A
LA, WA K I H TR 48h.

1. The appearance
should not break.# Wil
MR

2. Contact

resistance < 100 M Q

il FH < 100M Q

3. Insulation

resistance = 100 M
Q

52 FLH =100 M Q

8.IOINTING EFFICIENCY J&8:1%fE

8A

SOLDERABILITY
AR

Temperature245 &+ 5°C ;Duration ;3 +0.5S:i7 JZ 1E
245+5°C, £75: 3£0.55.

Solderability  part
should above 90%

CIpcSE 3oyt
78 M NAE 90%
PLE.

8B

SOLDER—RESISTANT
M A7

Warm-up temperature:100°C,408S, /&85 260+ 5
C, NN [E] 340.58.

Froth height of assist
solder
board
electric
mechanical efficien-
cy does not break. B 15
TR AL AN R 3 B 1)
B, TeH 05 FF 9% H < Bk
HUbkEh eI BE.

should under
switch
and

and

8C

JOINTING—RESISTANT
i #5422 A

Jointing temperature: 250+ 5 C ,Duration of
immersion: 5+ 1S. R4 IRE 250+ 5°C, IR IR K] [A]5
+1S

efficiency does not
break Joii {5 Tk
LN 1 1 e

8D

NORMAL JOLNTING TIMES
TR UL

<2times /N T 2 IX

9.NOTES

9A

The whole boxes of switch should keep in the temperature -30--80°Cand less than 80%RH withort

acidic, alkalescence, caustic

W T 5, BEEIRIE -30-80°C, AR T 80%, i 9% b i A e

PEAAR B B N ARE

gas in the environment of the storage.

i mHL A B

9B

Operating Temperature Range:-25to 70°C

BARRERVERE: -25t070C

9C

Switch should install in a correct method.

TR I ) 22 2 7 AT I 22t
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