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1. Mk
General
1.1 & Va
Application

1.2

1.3

1.4

AN i H] S AU AT 50 B AR 55 5K

This specification is applied to the requirements for Tact Switch (Mechanical Contact)
ARG S

Operating Temperature Range

—40°C~85°C (FEFRHER L ARAERE A )

—-40°C~85"C (Normal humidity,normal air pressure)

[aec781 )

Storage environment

TR R AFAEIRE N-5~30°C MXHREEA KT 65%, A F 2R TR Bl sl e i e S Ak
JE 5

The switch should be stored in warehouse which temperature of -5~30°C, relative humidity
of not more than 65%, no acid, alkali, sulfur and other corrosive gases in the ambient air
M oA

Test Conditions

FERA H At E I SRAE T, BOZAE BN B SR AT I iR i .

Unless otherwise specified, tests and measurements shall be made in the following
standard conditions:

'—I%‘»/El .................................... 5C~35C
Normal Temperature-««««-ss::--- 5C~35TC

FHT PR ceeeeeoereereareoacennnniane. 65% -+ 5%

Normal Humidity ««e-eseeeeeeeeees 65% = 5%
FRUE I R eeeververoneeeenssnceceacanens 86KPa~ 106KPa
Normal air pressure =«««eseseeeeceeees 86KPa~106KPa

FE I8 AR P, AN R B AZAE DL B SR R BT
If any doubt arise from the judgment,test shall be conducted at the following conditions:
/Elﬂ. E .............................. 20°C i 2°C

Temperature «-«cceceeeeeeeees 200C +2°C
PiED AT i AL ET PP PRRPYPPRYR 65%+ 5%
Relative humidity «cececceeeeeeesees 65% 1= 5%
ARG A Hi veeerevereerarancnnanns 86KPa~ 106KPa

Air pressure «ceeeecececeeeeees 86KPa~106KPa
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2.1 AW

2. TEHULH

Detailed specification

RLTCREM BRI i PR RE (R R 5

Appearance: There should be no defects that affect the serviceability of product.
2.2 SR RSP R BT A R IC I 3K

Structure and dimension: shall conform to the assemble drawings.
2.3 BAEIR: AR N R A

Type of actuating: Tactile feedback.
2.4 JTREEK). Bpl st CRAARR MRS SRR E b 22D

Contact arrangement: 1 pole, 1 throw

(Details of contact arrangement are given in the assembly drawings)
2.5 JFRTAEHUE(H: DC 12V, 50mA (5 3UH)

Ratings: 12V DC, 50mA (effective value)
3. HAMERE:

Electrical Specification

I H [A e us FR
ltem Test Conditions Requirements
FELLBYV  10mA ) ELIR FL IR BAMIS T 1KHZ 1380
HLYR 1) L A, DA —ANS5T 2 5457 I f s Tt o 1
FH L
2 fis L BHL . . . .
3.1 ) Applying a static load of 2 times operating force <100mQ
Contact Resistance
to the center of the stem, measurement shall be
made by 5V DC  10mA or more than 1KHz AC
small-current contact resistance meter.
e 2 A0 DC 100V/1min. 44 R, il &
Uity - () JEC R AR 114 E BEAEL
3.2 é.’éé%EEBH. .Metclsurement shall be made fo.IIowing >100MQ
Insulation Resistancelapplication of 100V DC potential, across
terminals, and across terminals and cover, for one
minute.
1E 372 [ 0 250V AC (50Hz 2% 60Hz) /1min
: fl\@"?:ﬁﬁﬂﬁ 250V AC (50Hz or 60Hz) shall be applied A% ol
3.3 Dielectric voltage . : There should be no
across terminals, for one minute.
proof breakdown and flashover,
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ltem Test Conditions Requirements
4 WU RE -
Mechanical Specification
TERTE BT BRI 8CE AR TF IR BN A Tht st 230af+500f
LAEUING 13, TP 3B 75 1R K P« o
, Placing the switch such that the direction of g lijb M{ﬁ E:I
%7 : o . TPk (AT HHZk
4.1 : switch operation is vertical and then gradually the ,
Operating Force . . See Appendix 1
load applied to the center of the stem, the maximum )
. . Switch (load - travel) test
load required of the switch to come to a stop shall be
chart
measured.
TR THAE T IAE, —ANET 2 (5% 71 0.3£0.1mm
ST T N E T S IR B A T i s 005 T 0 B2 5 ) ﬁ'éjr'lmﬁ 1
EE%O Ay - — ; 5
-4 Yl
49 AT HE Placing the switch such that the direction of UES (mﬁ‘gz) it 20
' Full Travel switch operation is vertical and then applying static v .
. . See Appendix 1
load of 2 times operating force to the center of the .
. ) Switch (load - travel) test
stem:the travel distance for the switch to come to a
chart
stop shall be measured.
TERTE B TR 088, AEFF R IR Thtsin =40gf
O NRERATIG, TR R E A B ) . I i
\ The sample switch is installed such thatthe — |[J15¢ (fif&E-1TH2) HhZkil
[m 5 7 4N ) - ) :

4.3 Return Force direction of switch operation is vertical and upon B
depressing the stem in its center to the whole travel See Appendix 1
distance, the force of the stem to return to its free  |Switch (load - travel) test
position shall be measured. chart

TERHE BT HAETT IR 8CE , AERAE 7 18] I SR B
i1 30N ) 7 fef R4 60 A TN B AR
44 1 5R Placing the switch such that the direction of There shall be no sign of
) Stop Strength  |switch operation is vertical, and then a static load of | damage mechanically
30N shall be applied in the direction of stem and electrically
operation for a period of 60 s.
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Item Test Conditions Requirements
RIS S5 TR AR e
T RFEE T AT IICE, TR REASZ 7 IR STt i, JFoRNLRe sk
20N.min #1E 77, After the test, the
45 FARIR H o The switch shall be placed perpendicular to the handle and cover plate

Stem Strength

operating direction, and the handle shall be able to
withstand the operating force of 20 N.min. applied in the
opposite direction.

should be free of falling
off and damage, and
the switch should be
able to operate

TG 5 B2 v 1 N TG
Jitve AR, JFORNiBE
BNk
bk o FF OB kv N AE A& %2 10N Flifa15z 77 10st1s (IEH After the test
4.6 Terminals Strength Switch terminals should be able to withstand the| terminals should be
axial tension of 10N for 10s + 1s. without any fall off,
damage, the switch
should be able to
function
RIS AF it T ER R AR N SR s A
i
Immerse the part of the test sample that needs to be| 2k v $45 45 [H £2=295%
soldered into the soldering furnace for testing: (BRIL%4M)
TR (1) BfiRE: 245+5°C Except for the edge,
4.7 Solderability Solder temperature:245+5°C the coating should
(2) B ARE]: 2+0.5s cover a minimum
Immersion time: 2+0.5s 95%
e RS% (GB5095.6-86) i 12a (Except edges)
The other steps please refer to (GB5095.6-86)
TEST 12a
5.5 R LA PR RE:

Environmental Specification

5.1

IR
Resistance to low
temperature

T it A 42 DA 8 25 A AT I, a6 Jo A5 ot 2T
FE Ui SRR EE AT A /NI A RE I
Following the test set forth below the sample shall
be left in normal temperature and humidity conditions
for 1 h before measurements are made:
(1) R -40+2°C
Temperature: -401+2°C
(2) If[E]: 96h
time: 96h

Befph s PH: <200m Q
Contact resistance:
<200mQ
iz HfH: =10MQ
Insulation resistance:
=10M Q
WiH: 3.3,4.1,4.24.3
Item: 3.3,4.1,4.2,4.3
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Item Test Conditions Requirements
FE it 8 2 DA T 56 2% A AT UK, 0 B o AL A
- . ' < Q
e T RN e BfirfH: <200m
. Contact resistance:
Following the test set forth below the sample shall <200m O
IR be left in normal temperature and hu-midity conditions for Yot EE.\BH: = 10MQ
52 . 1 h before measurements are made: .
Heat resistance Insulation

(1) HEE: 85+2C
Temperature: 85+2°C
(2) If[E]: 96h
time: 96h

resistance: =10M Q
WiH: 3.3,4.1,4.2,4.3
ltem: 3.3,4.1,4.2,4.3

FRHE T T AR L SR R AT 5 R PR AU B S0 i,
TG 5 T ot S JUEE il SRR B AT 4 /NI it
REM o 300 TaAE ot L DR AR 45

After 5 cycles of following conditions, the sample
shall be allowed to stand under normal temperature and
humidity conditions for 1 h. and measurements shall be

Befp L fH: <200m Q

made. During the test water drops shall be removed. Contact resistance:
. . <200mQ
‘Eﬁﬁ/ﬁ‘; ‘ﬂl‘ EEIC
i P R S RIc | Yasg . =10MQ
5.3 Change of 85 - __ .
temperature Insulation
P resistance: =10M Q
iH: 3.34.1,4.2,4.3
Iltem: 3.3,4.1,4.2,4.3
0 \ = \fif/hour
40
2 1 2 1 |
1RAEER cycle
it B 42 B DL R 25 A AT IR, 5036 J5 5 o AU E
U SR R A A /NS AP B Ao«
Following the test set forth below the sample shall|,..
rowing - P PR <200m Q
be left in normal temperature and humidity conditions for| .
Contact resistance:
1 h before measurements are made: <
(1) HfE: 60+2C =200m ©
TR o . AL =10MQ
54 . . Temperature: 60+2C i
Moisture resistance Insulation

(2) MHXRE: 90%~95%

relative humidity: 90% to 95%
(3) Wf[a]: 96h

time: 96h
(4) HERKER

resistance: =10M Q
UiH: 3.34.1,4.2,4.3
ltem: 3.3,4.1,4.2,4.3

Water drops shall be removed.
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Item Test Conditions Requirements
TE LA BEE 25 A T HEAT I B
The switch shall checked after following test: PSRN i
(1) HFF: 35:2°C i%ﬁffa’:iiff
55 h =R Temperature: 35+2°C cafdsion st be
' Salt Mist (2) TRIEWIRE: 581% (FEH D o i metal
salt solution: 5£1%(solids by mass) g art
(3) WE]: 48+1h P
time: 48t1h
U e N U, 2 b : <200mQ
P67 (B0 D P T [ =200me
IP67 (Waterproof grade)is measured under the <200m O '
following setting conditions: N
NI 72 : = Q
TP it TESEAEKIR I ACKESE 30 0Bb, TEXA AL AN, 1 Tk LAl =10M
5.6 . s Insulation
IP test HH S W . -
. resistance: =10M Q
Keep the switch at the water depth of 1 m for 30
. . ) . WiH: 3.3,4.1,4.2,4.3
minutes, no water will enter the switch, take it out and dry ltem: 3.34.14.24.3
it before testing. ’ '”’36'7’ R
6. M PR AL e -
Endurance Specification
AR T T F 00 B SR AT
Measurement shall be made following the test set el L FL.<500mMQ
forth below: B
© oW i Contact resistance
(1) DC 12V, 50mA 7 1%k <500m0O

6.1

TAEA i
Operation life

DC 12V,50 mA resistive load
(2) ¥ahdE. 2 ]/

Rate of operation: 2 times/s
(3) #%Jy: #JIH) 1.5 1%

Operating Force: Operating Force 1.5 times
(4 ¥ =10 0000

Average Life Expectancy: =10 0000

%77 WMERI£30%
Operating Force:
initial value £30%
WiH: 3.3,4.2,4.3
ltem: 3.3,4.2,4.3
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Item Test Conditions Requirements
T FE 500m/s?, Bk gkt [a] 11ms, = ANHhZk i A
A b, AT =R, 18 Ik
Acceleration of 500m/s?, pulse duration 11ms, each
direction of the 3 axis, 3 times in each direction, a total
N 18 times.
. . ﬂifc/tﬂlﬂgrz—mk WiH: 3414243
' pac ltem: 3,4.1,4.2,4.3
Resistance
7R

Soldering Conditions:

7.1

THZ LR SRR AT IR 2

Please practice according to below conditions:

F I (1) JE85iRE: =350C

Hand soldering

Soldering temperature: 350°C Max

(2) JEBIFFLMS[E]: =3s

Continuous soldering time: 3s Max
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ltem Test Conditions Requirements
WiH ltems %14 Condition
inpesilliiEns AP T FE A I 2 v R
Flux built-up Mounting surface should not be coated with flax
- 1 R P % RS 2 THI 1 A B2 100°C max
TR .
Preheating temperature Ambient temperature of the soldered surface of PC
g femp board. 100°C max
TR I (8]
o 60s max
I I L Preheating time
Conditions for wave ELE e R
Ideri . 260°C max
79 soldering Soldering temperature
' I ) NS
LT X LI 7]
Applied to plug-in Continuous dipping time Ss max
switch PPINg
FRREEUCEL 20kRLAR
Number of soldering 2 times max
T PCB IR, Rk EESEAE, PCB MWIF LR RS FIE A e AR
KEAE, Fik, EERF/NOAZELLTF R IR 240°C.
Due to the difference of PCB material, size and thickness, the temperature
obtained by PCB from the switch surface will also be very different. Therefore,
be careful not to let the switch surface temperature exceed 240 °C during
welding
R
Cautions:

1. FFRREE, EEANERERTEETR.

After switches were soldered,please do not clean switches with solvent.
2. PiIEBEFIMTE IR0 B R BITF ORI A

Safeguards the switch assembly against flux penetration from its solvent.
3 S A S R e 1 R B BT R

Please be cautions not to give excessive static load or shock to switches.
4. JFRESR G, ERIESOEEAEETL

Please be careful not to pile up P.W.B. after switches were soldered.
5. ORI JC I N VE R T i S A A R e A O . TR EACI ) ORAT, T AN EEAT T
o WO FERIRM S, T &% R 28 7 U R AT

Pay special attention to avoid the environment with high humidity, high temperature and

corrosive gas during storage. If it needs to be stored for a long time, please do not open the packing
box. If the unpacked materials are not used up, please seal them in time according to the original
packaging method.
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Product name: Customer: Test Date:
7 3 S 5 YN
Model No: Lot No: Tester:
NO 1-7 NO 1-8 NO 1-9 NO 1-10 NO 1-11
g mm g mm g mm g mm g mm
CP 244.89 0.32 CP 233.97 0.32 CP 248.87 0.33 CP 209.47 0.28 CP 240.83 0.34
CL 87.78 0.35 CL 80.04 0.36 CL 93.23 0.36 CL 71.66 0.31 CL 86.41 0.37
CP-CL 157.10 64% CP-CL 153.93 66% CP-CL 155.64 63% CP-CL 137.82 66% CP-CL 154.42 64%
CP-RL 181.52 74% CP-RL 177.37 76% CP-RL 187.38 75% CP-RL 161.38 77% CP-RL 171.14 71%
RP 21523 0.36 RP 21212 037 RP 21152 0.37 RP 168.82  0.25 RP 223.01  0.40
RL 63.37 0.41 RL 56.60 0.41 RL 61.49 0.42 RL 48.10 0.27 RL 69.69 0.44
SWon 1.35 0.00 SWon 0.00 0.00 SWon 1.57 0.00 SWon 2.56 0.00 SWon 0.55 0.00
SWoff 0.00 0.00 SWoff 0.00 0.00 SWoff 0.00 0.00 SWoff 0.00 0.00 SWoff 0.00 0.00
R 5005.00 0.00 R 5005.00 0.00 R 5005.00 0.00 R 5005.00 0.00 R 5005.00 0.00
500.0 70.0
[g] /1 // i
450.0 / / / / 63.0
400.0 / / / / 56.0
350.0 / / / 49.0
300.0 / / / / 42.0
. / / / / / | / / / / h\s'o
A / k\d’ A AN\ /
= / \/ /// /\ / // /H/ ///\ / i /f'o
o / / . / \ / : / \/y / / / \ \ / i 2\'0
5 / / / ; /
100.0 / ¥ \ / / Y / / i \/ A \ L / i / 140
y Eciiil HH e 7.0
[mm] 0. [mm] 0. [mm] 0. [mm] 0. [mm] .4
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£3451000pcs.

2: W3, NSNS, HaE L
SESEGE PIRIFRZS, HE95X1000pes .

3: W4, BAMEREIONGE, BEN
10X (5X1000pcs) -
4. U5, HFENE EPIRIFRZS
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