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REV. DESCRIPTION OF REVISIONS APPR. CHKD. | DRAW. DATE
2.60 A NEW jimmy|2013/5/23
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TECHNICAL CHARACTERISTICS
1.General Characteristics ITEM PART NAME QTY MATERIAL FINISH
5 ED‘U(?b‘Mt‘yCB%OOO tcyc‘is min. 1 HOUSING 1 Hi—temp Thermoplastic Black UL94V-0
1 ) ) (r ] -tlectrica O(OC eris ‘(':S 2 SHELL 1 Stainless steel Ni plated over all
] ] (@] Current f’CltH’WgZ (W&SPW)WSA’ 3 TERMINAL 5 Copper Alloy Contact area:Gold plated
- O | — (2&3&4Pin)0.5A Max. ,
- D) C 0 w0 Contact resistance: Initial: 40mQ Max. Umes-fs- Zthem‘se ®
After Test: 50mQ Max specified, other MUP mup INDUSTRIAL CO.,LTD.
g I \nsu\ot\o.n. resistance: >1000MQ/250V DC 2035 Ix t5 vt Micro USB Connector
| |_| |_| |_| [ S.Solderability X 1035 v 14
IR reflow: 250°C,5sec.Max o 1015 Toxoe 13| MODEL NO: MUP-U5021-01
Manual soldering: 370°C, 3sec.Max XXXX_£0.10 |XXXX £2 | TYPE : W/Q post(DIPX2+SMTX2) . ##iZ1
PIN 1 PIN 5 4.Environmental Characteristics PR@. UNIT | SCALE [pRAWN  [Jimmy May.23.2013 [PWo NO-:
Operating temperature: —=40°C~+85°C =1 MM 111 [ iEckeD | Zoev Mav.23.2013 DWG-U5021-01-02
. S RoHS y May.2o. SHEET REVISION
Operating humidity: 10%~+95%RH — CUSTOMER DRAWING [oomouail Simon May 232013 Nz 5
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