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TECHNICAL CHARACTERISTICS
1.00+0.05 - 1.G[;enerslll.tCh%oOchristicls _
urability: 10, cycles min. : FINISH
2.5040.15 2.Electrical Characteristics TEM PAE;S':AME Q1TY TQFT)ERIAL
Current rating: (1&5Pin)1.8A,; ! Black UL94V~0
(2&38&4Pin)0.5A Max 2 SHELL STAINLESS STEEL Ni plated over all
Contact resistance: Initial: 40mQ Max. 3 DATA CONTACT Copper Alloy Contact area:Gold plated

After Test: 50mQ Max.
Insulation resistance: >1000MQ/250V DC
3.Solderability

Unless otherwise
specified, other
tolerance are:

mUP MUP INDUSTRIAL CO.,LTD.

IR reflow: 250°C,5sec.Max

Manual soldering: 370°C,3sec.Max Migro USB Connector

X +0.35 |X° +5° NAME :

X.X  £0.25 |X.X +4 MODEL NO:

MUP-U5022-02
Without post DIPx4

4.Enviropmento| Chorocteristlcs ] Y XX 1015 TXxx 13
Operating temperature: —40°C~+85°C X XXX £0.10 XXX £2° | TYPE :

Uimmy 2015,/01 /16 [P N

Operating humidity: 10%~+95%RH p%_ UNIT | SCALE |pRAWN

MM 1:1 DWG—U5022-02-03
CHECKED |Zoey 2015/01/16 SHEET REVISION
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