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TECHNICAL CHARACTERISTICS
1.General Characteristics
~T1010 Durability: 3,000 cycles min. ITEM PART NAME QTY MATERIAL FINISH
. 2.Electrical Cboroctemst\?s 1 BASE Lcp Black UL94Y—0
Current rating: (W&5P\H)T..8A, 2 SHELL Copper Alloy Ni plated over all
(@) (2&3&4Pin)0.5A Max.
PIN ASSIGNMENT N~ Contact resistance: Initial: 40mQ Max. 3 CONTACT Copper Alloy Contact area:Gold plated
PIN NAME o After Test: 50mQ Max. Unless otherwise ®
Insulation resistance: >1000MQ/250V DC specified, other ‘ , ’L’P MUP INDUSTRIAL CO..LTD.
1 VBUS S.Solderability tolerance are: ’
IR reflow: 250°C,5sec.Max . . .
2 D— Manual soldering: 370°C,3sec.Max >><<>< 1%3255 §><‘ ff NAME: Micro USB Connector
4.Environmental Characteristics - - = ; MODEL NO: MUP-U5026-02
5 D+ Operating temperature: —40°C~+85°C RAX_FO15 XXX _£3 : Mz, >
OP ing perature: XXXX £0.10_|xxXxx 2 _|""PE :  Downing0.70(SMTx4) L il
perating humidity: 10%~+95%RH ~ WG NO_-
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