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REV. DESCRIPTION OF REVISIONS | APPR. | CHKD. | DRAW. DATE
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‘ TECHNICAL CHARACTERISTICS
‘ 9.70 1.General Characteristics -
o ) ITEM PART NAME QTY MATERIAL FINISH
DUFObI!Ity. 3,000 oycl'es' min. BASE 1 LcP Black UL94v—0
2.Electrical Characteristics 2 SHELL 1 Stainless Ni plated over all
Contact resistance: 30mQ max 3 DATA CONTACT | 5 Copper Alloy Contact area:Gold plated
Insulation resistance: >1000MQ/250V DC Unless otherwise ®
3.Solderability specified, other IMUP vup iNDUSTRIAL CO.LTD.
Vaporphase: 215°C+5°C,30sec.Max oerance dare:
IR reflow: 250°C,5sec.Max X #0.35 |X +5°  |NAME: Micro USB Connector
Manual soldering: 370°C,3sec.Max >><<>><<>< igfg :ix I; MODEL NO: I\/IIUP—U5029—02 N
4.Environmental Characteristics XXXX_£0.10_|XXxxx €2 |"YPE:  Downing 0.75(DIPx4)Tc#id
. ° ° - DWG NO. :
Operating temperature; —40°C~+85°C P%‘g thm 5(1::A1LE 2::?550 j'_mmy Jjn':i'ig:zz DWG—U5029—02-02
Operating humidity: 10%~+95%RH mmy Jun. I SHEET REVISION
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