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SPECIFICATION 3 2. 50 3. 60 4. 30 8. 50 8. 70
1.Material: ! :] 75 1 85 5. 55 9. 75 9.95
Housing: Thermoplastic, UL94V—-0,color:Natural . 2 2 00 6. 1[_} 6. 3? 11 (]q 11-2[_}
Contacts: copper alloy. E‘ E‘ 'f" 7. 35 :{ I“"’ 1:2 f” ].! 15
Tin/Gold plated over nickel plated :{ ; _;[_} 2 g[_) ““; _}? i: ?‘? }:i[_)
S ‘d t b: H . o 4D 4. 849 o ) A, 1D 4. 449
P o copper dioy 9 | 10.00 [ 1110 | 11.80 | 16.00 | 16.20
Tin/Gold plated over nickel plated 10 .25 | 12.35 | 13.05 17. 25 17. 45
2.Electrical Characteristics: 11 12,50 | 13.60 | 14.30 18. 50 18. 70
Voltage rating: 125V(rms). 12 3.75 | 14.85 | 15.55 19. 75 19. 95
Current rating :1A(max). 13 . 16.10 | 16.80 | 21.00 [ 21.20
Operating Temperature: —25°C~+85'C. 14 ok 17.35 | 18.05 22,925 ,-
Storage Temperature: —5C~+35'C. 70%R.H.MAX.(No condensation) 15 5 18.60 | 19.30
Insulation resistance: 1000M ohms min. at 500VDC 16 78 19.85 | 20.55
. Dielectric withstanding voltage: 500 VAC/1minute. 17 ‘n 21' 10 El'm
3.60£0.05 A+0.10 Contact resistance: 30m ohms max. 18 ot 22' 5 2.;' t'ﬁ
0.60£0.05 19 .o 23,60 | 24.30
o | | | s 20 [ 23.75 | 24.85 | 25.55 ¢
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