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PCB Hole Layout

Specifications:

Fiwk

Voltage rating:250V AC/DC
FiE HL E: 250V AC/DC

Current rating:3A AC/DC

AisE Hit: 3A AC/DC
Withstanding voltage:600V AC/minute
fif % Hi&: 600V AC/4r4h
Temperature range:-40°C-+105°C
MEEEH: -40°C-+105TC
Insulation resistance:1000MQ min
#azkrifH: 1000MQ Min

Contact resistance:20mQ Max
e PH: 20mQ Max

X9555 W V-2x32 A- PT VO1
® 26060 66O
1.Series No

2.Category:W-Wafer

8.30[0.370] 3.Welding Board Angle:V-Stright 180°
< =) - . 4.Row No.Pin No:2xXX-2x03~2x12P
\\ // 5.Special No:A-Ejector Header
\) Q/ O 6.Material:PB-PBT ;6 T-PAGT;9T-PA9T,;
A\ 4 o LP-LCP UL94V-0
\(\ (LQ 0 E_JI 7.Plating:V01-Gold Flash or SN-Tin Plated
\ . o —
]\\\\ o +l o - - - -
7T +l ? o0 Dimensions(mm) Dimensions(mm)
| 7/ — © o Poles Poles
/A e} . A B A B
ya N co -~
o) U ~— O ; 2x03 5.08 26.82 2x13 30.48 52.22
N o, ; ~ 2x04 762 | 2936 | 2x15 | 3556 | 57.30
b 0.64*0.64 J 2.54 [0.100] N © N 2x05 | 1016 | 31.90 | 2x17 | 4064 | 62.00
~ ™ ~ 2x07 1524 | 3698 | 2x20 | 4826 | 70.00
e Ax0.25 _U U 2x08 | 17.78 | 3952 | 2x25 | 60.96 | 82.70
9 2x09 42.06 42.06 2x30 73.66 95.40
Vo) 2x10 22.86 44.60 2x32 78.74 100.48
™ 2x12 27.94 49.68 /
X9555WV-2x32A-PTV01 PBT Copper Alloy X9555H
PART NO Material Material(Pin) Suitable XKB Housing
. MODEL TYPE:
ANGLAR z DSND SCALE: N/A 2.54mm Crimp Style Connector
+5° .
AX L=< 4 0.2 DWN VIEW: @ PART NO.:
Ax 7<l< 16 203 CHKD UNIT: mmin X9555WV-2x32A-PTVO1
AX 16<L< 63 +0.4 DWG NO.:
MARK DESCRIPTION DATE REVISED | APPROVED L> 63 +0.5 APPD SIZE: A4 X-X9555WV-2x32A-PTVO01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
www.helloxkb.com www.helloxkb.cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO’LIMITED 1/1 A0
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