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TITLE: 3.00MM PITCH 43045/43025 CONNECTOR DOUBLE ROW TYPE

PART No. : XD-43045/43025 — sk

RELEASE DATE: 2020/8/20 REVISION: A ECN No. : PAGE: 3 OF 14

1. Scope
& Y
The contents of specifications for 3.00 series connector strip including

product performance, test methods and inspection requirements

AR HAREH T 3.00 RIIFMERS, W& 7 RATERE, Wk riE M 2R

2. APPLICABLE STANDARDS
I& FH B i
2.1 GB/T2421 Testing method for Environmental of ElecfZicalConnectors Class 1:

General Principles
GB/T2421 TR mAERE s S

2.2 GB/T2423 Testing method for Environmental of Electrical Connectors
GB/T2423 FL L R A B A g vk

2.3 GB/T2424 Testing method for Environmental of Electrical Connectors
GB/T2424 FL L L7 A Pt 6 2 U

2.4 GB/T5095 Testing procedure/method for components of electric equipment

GB/T5095 150 2% FH ML FE o 2 A3 36 10 0] A ) 2 7 9%

3. USE CONDITION

il I oA

3.1 Ambient temperature Range: -25C ~ =485 C
HEGEE: 25 'C ~ 85 C

3.2 Applicable Wire Sizes: AWG #20~ #28
EHZM:  AWG #20~ #28

3.3 Applicable PC board thick:ness: 1.6mm
& HPCHR JERE: 1. 6mm

4. Appearance and Dimension
HERRT

4.1 Appearance : Product surface without defect . dirt. crack. and mechanical
damage, Contact without rust plating not oxides and not peeled
FE R AN BT R 1) A SRR Ve RIR ARG Bt oA, R A
T SFILA

4.2 Dimension: According to drawings
MRS MR I

4. 3 Exchangeable: Exchangeable with same specification products.

Bk AR FEIRURS N AE B
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TITLE: 3.00MM PITCH 43045/43025 CONNECTOR DOUBLE ROW TYPE
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5. Material
Rk
No. P/N Type Material Finish Explain
Fr5 A AT R Ok F [ Ab B i ]
5 1 Terminal Contact Phosphor bronze Tin plating:2~4Kk m
i 1T O DT BEF0. 20m | HEE. 2~4p m Jopb)EHE
5 9 Terminal Contact Phosphor bronze Tin plating:2~41 m
B -PT i % D BEN)F0. 2nm | HE: 2~4p m Joph)EE
5 3 Housing Plastic Nylon66 UL94V- Color: Black
fL A=Y L 0(2) gt A
E 4 Housing Plastic Nylon66 UL94V- Color: Black
' L JE-EY W 0(2) gita: B
5 5 Housing Plastic Nylon66 UL94V- Color: Black
' L JRE-SY W 0(2) gits: Eh
Plastic Nylon66 UL94V- Color: Black
- Wafer W % 0(2) Bt W
H A Contact Brass Tin plating:2~4K m
i & i )& 0. 64mm P 2~4p m
Plastic Nylon66 UL94V- Color: Black ROLIS
Wafer 5% 0(2) pith:
5.7 e
T EF-AW Contact Brass Tin plating:2~4K1 m
JiEt 4 )5 0. 64mm P 2~4p m
Plastic LCP ULO4V-0 Color: Black
5 gith: B
5 g Wafer Contact Brass Tin plating:2-4 K m
' S ALT ikt #4 J£0. 64mm Y24 um
Solder tab Brass Tin plating:2-4 K m
SR H A JF0. 45mm WERS2—-4
Plastic LCP UL9AV-0 Color: Black
05 gith: B
5 g Wafer Contact Brass Tin plating:2-4 K m
' AW iy #40 J20. 64mn PE2-4 M
Solder tab Brass Tin plating:2-4 K m
FnH T 0. 45mm Po-4 mm
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TITLE: 3.00MM PITCH 43045/43025 CONNECTOR DOUBLE ROW TYPE

PART No. : XD-43045/43025 — sskkx
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6+ Electrical Performance
A B
No. Item Test mode Requirement
¥ i H I T4 HiARELR
61 Current Rated A ic oo
' e
6 9 Voltage Rated 550V AC DC
' B HL &
A maximum voltage of 20m
V and maximum current of
100mA are applied to the
Mate connector
Contact Resist HARES T &R, Mg | Initial value less than 20m
6.3 “aéﬁiﬁame LA A R 20mV L K Bt Q
R H A 100 mA
WIEAE< 20mQ
Does not include wire
resistance
AL ZEBH DT
Apply 1000V AC (rms) for I
minute and the leakage
current shall not exceed
0.5mA to the adjacent
6.4 Withfland ggltage terminal and ground of the No breakdown or flashover
ﬁﬁqﬁfE mate connectors
HAERES T HEESAS, HEAW T a e kA
AR R Ui %5t DA FL 200V AC
(BERUE) B a 158, HimH
LA Z/NT0. 5mA (22225
Apply 250V DC(rms) for I
minute between adjacent
contacts to measure the More thanl000 M Q
6.5 Insulation Resistance insulation resistance

7 2 LB

AHAR P Ffi 4K, — 8 N i
PL 250V DCHEJE, & HATE A48
ZHPUE

=1000M Q
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TITLE: 3.00MM PITCH 43045/43025 CONNECTOR DOUBLE ROW TYPE
PART No. : XD-43045/43025 — sk
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7~ Mechanical Performance:
MU RE
No. Item Test mode Requirement
5 I H R85 1% AR ELK
AWG#20wire | More than 70N
AWGH20 52 = 70N
AWGH22wire | More than 50N
s >
Terminal crimping wire AWGH22 325 = 50N
Terminal crimping Wire |Axial per minute to 25 +3mm [ AWGH24wire | More than 30N
71 strength rate of the pullout force AWGH24 5 28 >30N
L R a O s 5 i 3 AWGH#26wire | More than 20N
SRR, DD | AWGH26'F 4k Z 20N
254 3mm JHZ Flia R ) AWGH#28wire | More than 13N
AWGH28 5 2% = 13N
The terminal and the hole seat at a
‘ . react per minute to 25 +3mm along the
. Fixed termlnali And  hole|yrite direction are pulled out from the Percontact
. sea hole in the seat capacity g
St -5 LB 52 ) R
i S5 FLRERC & LA B 2543mm I | More than 20N
WL T7 1), g om 1 AL Fh R H ) 7 =20N
The housing together with the terminal
Single contact insertionlends with wafer matched at a rate per
7.9 e minute to 254+3mm inserting force test Less than 6N<
) . 6N
AR N )
FL BT [R] iy -5 4 i 7 g LT DA R 4381 25
+ 3mm 138 SR A I
The housing together with the terminal
Single contact Withdrawal ends with wafer matched at a rate per
7.4 force minute to 2543mm inserting force test More:Ehan 2N
) \ . =2N
kR )
FLBE I [R] oy ¥~ 55 4 A 7 g ELJC DA RR 4381 25
+3mm (R FE AR H I
Exerts a force on the pin end at a
rate per Minute 25+3mm until the needle Percontact
Pin Retention Force pin |exit Seat pull-out force g
7.0 Pinfl il 5 71 BB
FE S B0 A7 LAEE Sy Bl 25+ 3mm (13 ELF | More than 20N
BB T BRI R H 7 =20N
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TITLE: 3.00MM PITCH 43045/43025 CONNECTOR DOUBLE ROW TYPE
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7~ Mechanical Performance:
MU RE
No. Item Test mode Requirement
e el a6 75 1% BORER
Mate connectors up 30 cycles at a Contact
Maximum rate of 10 cycles per minute prior| Resistance
o to environmental test <40m Q
76 Durability
i ANE PR T P H AR ATF MG e | Befrapl
WHHT10IR AN S, &30 AN Sk A <40m Q
IR
Mate connector combination state of
the welding circuit board as test samples
the request in accordance with the
following specification resistance to
vibration test whether to produce Appearance: No
discontinuous current determined during damage
the experiment (off) phenomenon after the . .
experiment measuring contact resistance SMRL: Tt d
HERES T B AR R B AR EAE A sLs Contact
FEoh, ARERU A R, BTN ES)LE, 2| Resistance
IS TR i R A2 S P AR AN E S R (W) B <40m Q
, SEIG e I B H
By S i I A A BEAE i f e, L
<40m Q
Vibration
7.7 ~
IRz .
Frequency (#i%) :10-55-10 Hz/minute Current
Amplitude (#RWE) : 1.5mm p—p Discontinuity
Direction (5[] : I micro second
1. Axis of up and down b F#Hhm (YD Max
2. Axis of right the left ZA7%# (X4 ‘
FEL Y7L T -
1 B sec Max
3. Axis of front and back EigHhm (Z%h)
Period (JA#) : 2hour for each direction
BF— ANl ) 22/ i)
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PART No. : XD-43045/43025 — sk
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8. Endurance Characteristics:

I RE
No. Item Test mode Requirement
5 I H I OWARrS AR ELK
Connector combination condition is
placed in the accordance with the
following specifications high temperature |Appearance: No
aging test after the test and measurement damage
of contact resistance
AL Tedifh
HERS TREZBRNE S In#JEf+, K
TR Ek,  dHfTEiRENsLk, WlRE
Thermal Aging S 2 A R, LA Contact
8.1 - o Resistance
R o
Temperature: 85+ 2T ol B BH
Period: 96 hours continuously <40m Q
R 852
JE A FFE296 /M)
Mate connector measure the temperature
rise of contact when the maximum rated
3.9 Temgerature current is passed 30°C Max
oA
HAERA T RS, @i s KAV
= SRR A
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TITLE: 3.00MM PITCH
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8. Endurance Characteristics:
IR RE
No. Item Test mode Requirement
75 i H I OWARrS FIARE K
Connector combination under the Appearance: No
condition of constant temperature of damage
the following specifications constant SN TR
temperature and humidity test after ' )
the experiment measuring contact Contact
resistance insulation resistance and Resistance
withstand voltage test <40m Q
Humidi ty HAIRES T B2 0 B e I iR = e HLEH
. Ursam =g 27 1 eeN E N2 (¥2 Q=N HERD WS QT EN AR 7Y Insulation
Temperature:40+42 °C (JE/E:40+2 °C) Resistance
Relative humidity: 90-95% =1000m ©
(RH #8438 E : 90-95%) No breakdown
Period: 96 hours continuously or flashover
R FF2E96/NN) T
P
The combined state of connectors as
test samples in accordance with the
requirements of the following
specifications thermal shock test after
the test measuring contact resistance
insulation resistance and resistance to
voltage
HAMRE T ERESSE NI, KIR Same as
8 4 Temperature cycling S N i W L i M P W g e == 3 paragraph 8.3
' T PEAE IR HLRH . a2 sBH . DL i H R A 68, 3& Y
One cycle consists of
—-55=+ 3 °C 30min,room temp 10-15min
854+ 3 °C 30min,room temp 10-15min
Total cycle :beycle
—55£3°C 3058, T F I [ 10-155)
85£3°C 3008, N E 4 A]10-157 %
BREIR AL Sk
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TITLE: 3.00MM PITCH 43045/43025 CONNECTOR DOUBLE ROW TYPE
PART No. : XD-43045/43025 — sk
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8. Endurance Characteristics:
I RE
No. Item Test mode Requirement
e W H a6 751 BORER
The combined state of connector as
test samples salt spray test according to
the following specifications test samples
will be clean again with the water to dry
naturally measurement of contact
. Appearance: No
resistance
damage
SRS R B SO RE , kIn [PPA: A
NHURE E R IEAT KIS, LI KA
TE 7K E AR T, 0 A BELE
Salt spray Temperature : 35 43 °C
8.5 hE Solution: 5+ 1 %
Period: Contact
Stamping after tin plated for 8 hours Resistance
Stamping before tin plated for 48 hours <40m Q
Feful e FH
WEE: 35+3 C <40m Q
WE: 5+1%
JE 3
VK I =RU S AN
Jeih e JE A48 /NI
In accordance with the following
specifications were placed tin soldering
test
o Area of
Solder ability FRCE 45307 e P B 0 LA HEA T4 556 soldering:
8.6 AR =90 %
Solder temperature : 245+ 5° C YL T A
Immersion period:: 3 & 0.5S =90 %

AR . 245+5° C
Ui E M 3+0.5S
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TITLE: 3.00MM PITCH 43045/43025 CONNECTOR DOUBLE ROW TYPE

PART No. : XD-43045/43025 — sk
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8. Endurance Characteristics:
I RE
No. Item Test mode Requirement
75 o H I OWARrS AR ELK
anual soldering tin process
Soldering time: 340.5S
Soldering pot: 350+5TC
FTIKBEG T2
JRPER ] 3+0.5S
JREERE: 350+5°C
Mode of operation:
B 1E 77 e
Position DIP type needle solder
conducto or a fixed piece at the end of
the 1.5mm distance Appearance: No
Resistance to soldering DIPE 4t B4R (B, FE B Bhsk [ % & % damage
heat 1 5
8.7.1 N .Smm
TR} S e 4

Position SMT type needle solder,
conductor or a fixed piece at the end of
the 0.5mm distance

SMT RUEFPEIREGA E, BB FARERE 2 i R i
0. 5mm

Wave soldering tin soldering process
Soldering time : 5% 0.5S

Soldering pot: 260 = 5 ° C
RIENRAR T2

YRR ] 540. 58

JRFEIRE: 260+5°C

S0 et
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8. Endurance Characteristics:
I RE
No. Item Test mode Requirement
5 I H I OWARrS AR ELK
Reflow soldering process
Soldering time 20 S Max.
Soldering pot: 255 = 5C
RIS T2
FRBZIN (/] 20SH K Appearance: No
Resistance to soldering | s s, 255+5° C damage
3.7 9 heat
o [EpSEEFa

Please refer to the 9.1 solder reflow

temperature curve

[l ARG 259, 1l B2 i 2k ]

S0 et
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9. The reflow temperature curve

[ 00 O 0 P o

9.1 SMT lead—free process temperature curve
SMTTE 4 1 236 7 i 28
8 Minutes Max. : 250~260°C_MAX.
o 20 Sec MAX.
3'C/Second max.

. 6°C/Second max.
O 217 —

e 200 —

35

=

o

| -

©

(R

- |

o 150

l_

60~1805ec. 60~150Sec.
Preheat L .
0

Stert Time (Seconds)

10, Caution
ERE I

10.1 plastic _because of characteristics with water after package is opened should avoid
exposure to the temperature is higher than 30°C , humidity is higher than 60% RH in the
environment, and in the 24 hours after all after use , to prevent subsequent reflow wave
soldering process to produce foaming phenomenon of deformation

R B A oK Z R P A B e Mg e R 5 T, Wi T 30°C, JBEEE T 60%RH IR,
HAER G 24/ N AR BUE M 5E S, Bk S SRR . B pR R P AR AR T IR
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11. Packaging Transportation Storage
fke, B, e
11. 1 Packaging
2%

(1) Terminal within the Packaging for disc loading material Packaging plastic shell
packaging for plastic has seat plates tubes mounted (paste) into the certificate
indicate the product name specifications quantity production date and other information

s N ROV R AR TR L . IRSE N R OBk, BV EAS, AR3%E, (Ib)
PNGHE, EUmAaR. s, HE, HITHHEER.

(2) Exterior package is carton facing the packing list the packing list marked with

product name specification model quantity date of dispatch

SMUENARAE, ARG 5, AR VRN A AR IS . B BT H

(3) The product in the box must not rock
FE i AEAR N A S8 B

11. 2 Transportation
iz
Any vehicle can be adopted for the transportation but moisture—proof and no
mechanical damage Transport temperature to —20 ‘C —~+50 C
RVFAAEA 5 iz, (H20k 5 i S B AR G HR YT . AR RERE AN BE IR S WL 4
ISR E 20 C~+50 C

11. 3 Storage
o
(1) The connector of packing finished should be in the ambient temperature between
-20C — +40°C relative humidity <X 80 % to store in storehouse air and
other corrosive gas in the ambient air
S5 R R N AE A B B N-20C ~ +40°C, AHXIRSRE <80%, JH RS+
BWATRYE, itk A e Jo o e =AY B o b A7

(2) Re—qualification test shall be conducted immediately while the storing

duration exceed 6 mouths

WAE N6 H 6N H MR A
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6.5 “ T=0.2
®\ SPECIFICATIONS
1. Current Rating: 5A AC, DC
2. Voltage Rating: 250V AC, DC
~ 3. Temperatuer Range: -25°C~ +85°C
M g 4. Confact Resistance: 20mQ Max
o 5. Insulation Resistance: 1000mQ Min
6. Withstanding Voltang: 1000V AC/minute
7« Material: Phosphoric brass Tin-plated
J | 8. Applicable Wire Sizes:AWG #20~28#
Qty/Reel: 10000 PCS
—D E o
(a—) o
m
/? o
@)
+
T o~
° @ B
O
+
o 2.4+0.2 5
N o
w0 o I~
1.2x20.1 1.55+0.15
2.7+0.3 2.1£0.3 0.62
| o~
5! M ;
SECTION A-A o SECTION B-B E‘ SECTION C-C  H
- H - — ™~
~ . —
N o
GENERL TOLERANCE & A 05 NARE N =]
DRAWING Ak AMENEERAR
DIM TOL cfE%K ShenzhenXunDaTechnology Co.,Ltd
X +030 #tOf FERER Sw kR 7%
>x<>x<x ++020 APPROVAL Tine 3.00 ¥ REV. A
] WAL XXXX ;o.wo stctA%uE F‘:X:DRETM@% XD-43030-T ﬁjﬁs mm
73 EENE . 8 4t 7
No. MODIFY CONTENT MODIFY DATE Angle £30 Projection @—% MATERIAL sieer | /1
1 2 \ 3 l 4 \ 5 \




SPECIFICATIONS
| | (1] 1. Current Rating: 5A AC, DC
a 2. Voltage Rating: 250V AC, DC
3. Temperatuer Range: -25°C~ +85°C
4. Contact Resistance: 20mQ Max
o 5. Insulation Resistance: 1000mQ Min
o 6. Withstanding Voltang: 1000V AC/minute
i 7« Material: Housing Nylonéé UL94-VO(2)
4
] ] (]
3.9+0.3 0.7 Circuit Part NO. D”:ens'onsg m
1 XD-43025-2x1Y - 3.90
2 XD-43025-2x2Y 3.00 6.90
3 XD-43025-2x3Y 6.00 9.90
4 XD-43025-2x4Y 9.00 12.90
5 XD-43025-2x5Y 12.00 15.90
6 XD-43025-2x6Y 15.00 18.90
B£0.5 7 XD-43025-2x7Y 18.00 | 21.90
8 XD-43025-2x8Y 21.00 | 24.90
Ax0.2 1.95 9 XD-43025-2x9Y 2400 | 27.90
340 1 10 XD-43025-2x10Y 27.00 | 30.90
— 11 XD-43025-2x11Y 30.00 | 33.90
— Circuit 2 12 XD-43025-2x12Y 33.00 | 36.90
O
+ ol
\ Circuit 1
(nl (1 */f -7
M dlml (A iwl (I wl | T e e e e s
S M [ [ r Ordering Information |
+ - i |
XD - 43025 - N*¥=* . *
v danincanglrany : 302
© |ELJ:J ‘LELJ ELJ:J‘ \ o e
/ ] Y=RE
I —— |
o !
Last Circuit =F . S ]
GENERL TOLERANCE & A 05 NARE N =
DRAWING Ak AMENEERAS
DIM TOL cfE%K ShenzhenXunDaTechnology Co.,Ltd
XX £0.30 #tOf FERER hR A
o 2020 APPROVAL Tine 3.00 B HLE REV. A
. A= Ltk i PR LR ivi
| — o e | S PENS | XD-43025-2xNY #E | mm
X TENE EE . "y i R
No. MODIFY CONTENT MODIFY DATE Angle £30 Projection @—% MATERIAL sieer | /1

1 2 \ 3 l 4 \ 5 \




6.3 \ff) 1=0.2
o SPECIFICATIONS
< 1. Current Rating: 5A AC, DC
ol & 2. Voltage Ratfing: 250V AC, DC
Q g %‘ o 3. Temperatuer Range: -25C~ +85°C
00 o+o‘ 4. Contact Resistance: 20mQ Max
o = 5. Insulation Resistance: 1000mQ Min
6. Withstanding Voltang: 1000V AC/minute
A 7. Material: Phosphoric brass Tin-plated
| 8. Applicable Wire Sizes:AWG #20~28#
*B E Qty/Reel: 10000 PCS
N o)
I O C\!
+H @}
&_ ?/Z 2.540.2 m i)
M ™
~ 1 N
0 o
— o
~ +
Sh
<
Vi N W
0.69+0.1
0.7%£0.1
1.4+0.1
1.85+0.1
‘ , 2.8£0.5 2+0.3
i M
") o
SECTION A-A E‘ SECTION BB H
~ N
o
GENERLTOLERANCE | # ST LIS A6 T =
DRAWNG 05 m RYAER B ERAT
DIM TOL Cf;& ShenzhenXunDaTechnology Co.,Ltd
iix in:O AP%E?SF{\/AL #Tﬁéw 3.00 aF ﬁ%é@
i K0 it i FaHE B
1 RS XXX £0.10 SCALE PARTNO. XD-43031-PT NS
e EENE ] . " ¥ 18 "
No. MODIFY CONTENT MODIYDATE | A19l ¥30 Projection @_g Mt\TEQ\AL S

1 2 \ 3 l 4 \ 5 \




3 4 5
SPECIFICATIONS
1. Current Rating: 5A AC, DC
6.85+0.2 2. Voltage Rating: 250V AC, DC
3. Temperatuer Range: -25°C~ +85°C
5.56+0.3 4. Contact Resistance: 20mQ Max
5. Insulation Resistance: 1000mQ Min
6. Withstanding Voltang: 1000V AC/minute
5 7« Material: Housing Nylonéé UL94-VO(2)
M
@)
+ ] ]
Ay - Dimensions mm
o Circuit Part NO. A B
g ] XD-43020-2 1 EY — 3%
- 2 XD-43020-2x2EY 3.00 6.90
o} 3 XD-43020-2x3EY 6.00 9.90
0 4 XD-43020-2x4EY 9.00 12.90
5 XD-43020-2x5EY 12.00 | 15.90
6 XD-43020-2x6EY 1500 | 18.90
7 XD-43020-2x7EY 18.00 | 21.90
8 XD-43020-2x8EY 21.00 | 24.90
9 XD-43020-2x9EY 2400 | 27.90
10 XD-43020-2x10EY 27.00 | 30.90
11 XD-43020-2x11EY 30.00 | 33.90
12 XD-43020-2x12EY 33.00 | 36.90
- \ j r Ordering Information T
7 N NN N | XD- 43020 - N** -
o
ATEETi | REEEE AT S | !
—— LO =HHLE
x| L ! ,
©
. S i
& B —-— 0 N =
CENERLTOLERANCE | AWING 05 ALy RYITAERFEBRAF]
DIM TOL CfE%K ShenzhenXunDaTechnology Co.,Ltd
XX £0.30 #tOf FERER RE B &
Y * 020 APPROVAL '?mE J 3.00 T BAE REV. A
N
- K20 w P 4
1 ML S 2010 Fad LERS | XD-43020-2XNEY i | mm
Fg TERE . i w7 ROR
No. MODIFY CONTENT MODIFY DATE Angle £30 Projection @—% MATERIAL seer | /1
| 3 \ 4 \ 5 \




SPECIFICATIONS

1. Current Rating: 5A AC, DC

2. Voltage Rating: 250V AC, DC

3. Temperatuer Range: -25°C~ +85°C

4. Contact Resistance: 20mQ Max
BX0.55 7.36+0.3 5. Insulation Resistance: 1000mQ Min

6. Withstanding Voltang: 1000V AC/minute
7+~ Material: Wafer Nylonéé UL94-VO(2)
PIN Brass Tin-plated
" /|
o\
o
+ Mo
> 29
> “
— Circuit Part NO. Dimensions mm
A B
1 XD-43045-2x1A - 6.60
H SQ 0.64 E— 2 XD-43045-2x2A 3.00 9.60
— 3 XD-43045-2x3A 6.00 12.60
4 XD-43045-2x4A 9.00 15.60
5 XD-43045-2x5A 1200 | 18.60
6 XD-43045-2x6A 15.00 | 21.60
A+Q. 2 r ffffffffffffffffffff T 7 XD-43045-2x7A 18.00 | 24.60
! A ! 8 XD-43045-2x8A 21.00 | 27.60
0 ! ! 9 XD-43045-2x9A 2400 | 30.60
g \ 3 \ 10 XD-43045-2x10A 27.00 | 33.40
[ ] H ! ! 1 XD-43045-2x11A 30.00 | 36.60
] ™ ‘ O ‘ 12 XD-43045-2x12A 33.00 | 39.60
4 2» ! |
B B e|e|e)e)s ey . 33 i
A 8] =)a]@|=)ls =15 | 0 00 T i emaen
! ! ; rdering Information ;
- [ i PCB LAYOUT ) | |
———————————————————— ‘ XD - 43045 - N*** % _ ‘
i Pin Lv:;ze Eo\;o;v@ (F:Un:'u ct Plating i
i : i
L —— .
CENERLTOLERANCE | AWING 05 ALy RYITAERFEBRAF]
DIM TOL cfE%K ShenzhenXunDaTechnology Co.,Ltd
XX +0.30 R AR hR A
o 202 APPROVAL e 3.00 T A REV. A
.
TREST o tt B RS B
1 R S 2010 Fad ey XD-43045-2xNA x| mm
F5 TERNF B8 . &% HE TR
No. MODIFY CONTENT MODIFYDATE | Andle *30 Projection @—% MATERIAL sger | /1

2 \ 3 ! 4 ! 5 \




1 2 3 4 5
B+0.35 7.36£0.3 3.2 SPECIFICATIONS
1. Current Rating: 5A AC, DC
2. Voltage Rating: 250V AC, DC
3. Temperatuer Range: -25°C~ +85°C
0 K 4. Contact Resistance: 20mQ Max
g N 5. Insulation Resistance: 1000mQ Min
H j> o 6. Withstanding Voltang: 1000V AC/minute
07 jj‘ 7+~ Material: Wafer Nylonéé UL94-VO(2)
= I PIN Brass Tin-plated
E:Dif
3.27%3
A+0.2
0
3+0.15 -
[ ] F I
I e —— — Circuit Part NO. D‘r:em'onsén m c
= ||| E | = | e | EC | ‘7 1 XD-43045-2x1 AW 6.60 0
J‘ = 2 XD-43045-2X2AW 300 [ 9.60 0
B 3P P - 3 XD-43045-2x3AW 6.00 12.60 0
8)e|e)ela|oye)s)s R 1 R T AR
E 5 XD-43045-2X5AW 1200 | 18.60 | 7.70
6 XD-43045-266AW 1500 | 21.60 | 10.70
5 S 7 7 XD-43045-2X7AW 1800 | 24.60 | 13.70
v/ ! A ! 8 XD-43045-2X8AW 21.00 | 27.60 | 1670
| 3 ‘ 9 XD-43045-2X9AW 2400 | 30.60 | 19.70
SQ 0.64 ‘ 3 | 10 XD-43045-2x10AW 27.00 | 33.60 | 22.70
1 O 8) o O ‘ I XD-43045-2x1 1AW 30.00 | 36.60 | 25.70
C | - “ ! 12 XD-43045-2x12AW 33.00 | 39.60 | 28.70
| O O O O © |
NN o i
J p} M ‘ . .
f ””””””””””””””””” ~ = ‘ Ordering Information
i @NQPL 3 c os XD - 43045 - N** - * - **
! ' ' : ! Pin  Type  Colow  ConfactPlafing
‘ J 2x3 Pin 2x4 ~ 2x12 Pin i oag Vrme  or
D) M e
1o o PCB LAYOUT J
LI —
! < < ‘
| L i GENERL TOLERANCE & A 05 NARIITN N =]
| | DRAWING Ak AMENEERAS
i | DIM TOL cfE%K ShenzhenXunDaTechnology Co.,Ltd
! : o pi XX +0.30 # & FmETR - hR A
3 2x1 Pin 2x2 Pin \ " *mo N FEER | 300 M Wkt 5 A
- K20 it B Fone # f
7777777777777777777 — ] el XXXX +0.10 SCALE ;\RTNB XD-43045-2XNAW UNﬁLs mm
fE EERR . BE i 7R
No. MODIFY CONTENT MODIFY DATE Angle £30 Projection @—% MATERIAL sieer | /1
1 2 3 | 4 | 5




1 2 3 4 5
- 0 i el i |L..‘ SPECIFICATIONS
10800 o ,!,, T i 4 . Current Rating: 5A AC, DC
— — ~ — ..,' ,'_ iﬁ'_ i IML !,_’_‘lj' 2. Voltage Rating: 250V AC, DC
S *""'“" 'f 3. Temperatuer Range: -25°C~ +85°C
Eﬁ Ej H % ' 4. Contact Resistance: 20mQ Max
[ L g 5. Insulation Resistance: 1000mQ Min
Hu H H H uH 6. Withstanding Voltang: 1000V AC/minute
7« Material: Wafer LCP UL94-VO
[l SQ 0.64 PIN Brass Tin-plated
11.2+0.5
0 " & ~ Dimensions mm
<~ Ol o - Circuit Part NO.
s +H +H O A B
» 9 1 XD-43045-2x1ALT 6.60
B 7 2 XD-43045-2x2ALT 300 | 9.60
3 XD-43045-2x3ALT 6.00 12.60
4 4 XD-43045-2x4ALT 9.00 15.60
Bx0.5 /.5+0.3 1.4 5 XD-43045-2X5ALT 1200 | 18.40
6 XD-43045-2x6ALT 15.00 | 21.60
[ 1 7 XD-43045-2x7ALT 18.00 | 24.40
| 56 A 56 | 8 XD-43045-2x8ALT 2100 | 27.60
| < | 9 XD-43045-2x9ALT 2400 | 30.60
| o} | 10 XD-43045-2x10ALT 27.00 | 33.60
} 3 I A N \ 1 XD-43045-2x1 1ALT 30.00 | 36.60
g ‘ ‘ ‘ ‘ <+ ‘ 12 XD-43045-2x12ALT 33.00 | 39.60
+H : 72 U 7 9 M 1
5 | 3.4 29 9 |
| 1 o |
, - ‘
T %, 3 . .
‘ © Ordering Information
| w0 7z 7 \ XD- 43045 - N+ . *
e ) / *
! T ) ‘ ’ ! P Type Contact Plating
| PCB LAYOUT | e G
. —— |
GENERLTOLERANCE | %1 & 05 N . _
DRAWING Ak AMENEERAS
3 @ i Ler ! L9410 DM TOL cfE%K ShenzhenXunDaTechnology Co.,Ltd
2 GREL = 2 Lid e APPROVAL i 300 ks Lk R LA
e XXX £0.20 it 1 FaRS s
1 @ mfE | N e ! MRELT KXXX £0.10 SCALE PARTNO. XD-43045-2xNALT oNts | MM
e TENE . 2y 13 TR
s R [0 wH ik i No. MODIFY CONTENT MODIFYDATE | Andle *30 Projection @—% MATERIAL sger | /1
\ 1 \ 2 \ 3 l 4 \ 5 \




1 3 4 5
SPECIFICATIONS
1. Current Rating: 5A AC, DC
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