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Specifications
Coupling .
Shell material:

Insert material:

Contact material:

Termination:
Mating cycle:
Cable diameter:

Threaded coupling

Brasswith Nickel Plate

bakelite

copper Silver Plate/Nickel

Solder
500
—20°C +85°C

M13*1.0
I

$15.00

M12*0.75

~ = — ‘ Ordering Information
i XD - GX12- NP - *
| 1T
| o
‘ F=Female

P 3p 4P

NO.of contacts B¢ 2 3 4 5 6 7

Rated current (A) FEER 5A 5A S5A S5A S5A S5A

Operation limitvoltage(AC.V.rms)  IffBEACV4%h | 200V | 125V | 125V | 125V | 125V | 125V

Withstanding voltage(AC.V.rms) | minute WRE | 1500 | 1500 | 1500 | 1500 | 1500 | 1500
Insulation resistance (M Q) #4MBH | 2000 | 2000 | 2000 | 2000 | 2000 | 2000
SP 6P 7P Contactresistance (M Q) s it 5 5 5 5 5 5
Solder cup mouth aperture BFOAEe(mm) | 90.8 | 0.8 | 90.8 | 0.8 | #0.8 | 0.8
Solder inter diameter PR ) | 912 | 012 | 01.2 | 91.2 | 81.2 | #1.2
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DRAWNG AL TFHMEREERAT
DIM 0L E‘EH%CK ShenzhenXundaTechnology Co.,Ltd
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APPROVAL TITLE GX12 ﬁﬂ.lﬁ?‘t L\% REV. A
w T 0 t 8 PERS | XD-GX12-NP-M 24| mm
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