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TITLE: 2.50MM PITCH XA CONNECTOR DOUBLE ROW TYPE

PART No. : XD— XA — sk

RELEASE DATE: 2019/7/25 REVISION: A ECN No. : PAGE: 3 OF 14

1. Scope
& Y
The contents of specifications for XA series connector strip including

product performance, test methods and inspection requirements

AR BN EGEH T XA JBERES, B8 7 rrERe, e 77 A e EK

2. APPLICABLE STANDARDS
I& FH B ifE
2.1 GB/T2421 Testing method for Environmental of ElecfZicalConnectors Class 1:

General Principles
GB/T2421 TR mAERE s S

2.2 GB/T2423 Testing method for Environmental of Electrical Connectors
GB/T2423 FL R 7 A B A g vk

2.3 GB/T2424 Testing method for Environmental of Electrical Connectors
GB/T2424 P R i A A B 5 )

2.4 GB/T5095 Testing procedure/method for components of electric equipment

GB/T5095 150 2% FH ML FE o 22 A3 36 100 U] A ) 2 7 9%

3. USE CONDITION

il I 24

3.1 Ambient temperature Range: -25C ~ —+85 C
WG 25 C ~ +85 C
3.2 Applicable Wire Sizes: AWG #22~ #28
EHEHM:  AWG 22~ #28

3.3 Applicable PC board thick:ness: 1.6mm

& HPCAHRESE: 1. 6mm

4. Appearance and Dimension

HPRAT

4.1 Appearance : Product surface without defect . dirt. crack. and mechanical
damage, Contact without rust plating not oxides and not peeled
7 i 2 RS AT S0 1] AT T BRI i IR IR 7 B sl 9=k,
i SF IS

4.2 Dimension: According to drawings
AR MR B I

4.3 Exchangeable: Exchangeable with same specification products.

Bk AR FEIRURS N AE B
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5. Material

¥ ok
No. P/N Type Material Finish Explain
5 EZFR E gt 7 Kk R AL PR i i
5.1 Terminal Contact Phosphor bronze Tin plating:3~5Kt m
v -PT I = B AR 20, 2mm HEEG . 3~5Hl.m
5.2 Housing Plastic v lon66 UL94V—0 Color: White
on -
7, PP W 7% Y Bt
Plastic Color: Beige
5 3 Wafer ;G:é J‘__th Nylon66 UL94V_O féﬁ@;: ﬂé@;
‘ Bt A Contact Brass Tin plating:2.5~51 m
W Er B4 JE 0. 60mm HE . 2.5~5H1 m
Plastic Color: Beige
ROHS
Water Tin plating:2.5~5 KL m
5 4 <7 /BN Contact Brass atlng
Eiikan A JF0. 60mm P2, 5~5 Hm
Solder tab Brass Tin plating:2.5~5 K m
yCETaNEE A JF0. 40mm P2, 5~5 Hm
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CONNECTOR DOUBLE ROW TYPE

PART No. : XD— XA — skkekk
RELEASE DATE: 2019/7/25 REVISION: A ECN No. : PAGE: 5 OF 14
6. Electrical Performance
U
No. Item Test mode Requirement
5 i oH I OWIREA FiRE K
6 1 Current Rated A ic &g
' 7 HLI
69 Voltage Rated 950V AC DC
' e HL
A maximum voltage of 20m
V and maximum current of
100mA are applied to the
Mate connector
Contact Resist HARES TP &R, Mg | Initial value less than 20m
6.3 “aéﬁiﬁame M LB HBFR 20V L % 5 Q
RIMECEF 100 mA
YIIHE< 20mQ
Does not include wire
resistance
AL Er R L
Apply 1000V AC (rms)for I
minute and the leakage
current shall not exceed
0.5mA to the adjacent
6. 4 Wigghlend gl tage terminal and ground of the No breakdown or flashover
i mate connectors
HERS T EREDS, AW T ai e kb
AR AR iy 5 i LA FELUAS 1000V AC
CERUE) B 14r%f, HIRH
R AUNT0. 5mA (2 E)
Apply 500V DC(rms) for I
minute between adjacent
contacts to measure the More thanl000 M €
6.5 Insulation Resistance insulation resistance

Y 2 v

AHAR P LAl AR, — > 5P N i
DL 500V DCHEJE, & HATR) A48
ZIHyiE

=1000M Q
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PART No. : XD— XA — skskekk
RELEASE DATE: 2019/7/25 REVISION: A ECN No. : PAGE: 6 OF 14
7~ Mechanical Performance:
BB e
No. Item Test mode Requirement
¥ I H I OWARrS AR ELK
AWGH22wire More than
AWGH2 52k 50N =50N
T . . . AWGH24wire More than
erminal crimping wire -
Terminal crimping Wire |Axial per minute to 25 +3mm AWGH24 T 4 30N =30N
71 strength rate of the pullout force '
" N AWGHZ26wire More than
Ui 4 e om
i T A AWGH26 S 28 20N =20N
i U =VA
o A ANGH28 R4 | 13N 13N
The terminal and the hole seat at a
‘ . react per minute to 25 +3mm along the
. Fixed termlnali And  hole|yrite direction are pulled out from the Percontact
. sea hole in the seat capacity v
St - 5 LR L E HR R
Uiy 15 fLE L & DA RE 30 2543mm IR More than
W LT 1A, g dm FLRE HR R HH 8 ) 15N =15N
The housing together with the terminal
Single contact insertionlends with wafer matched at a rate per
7.3 ;e minute to 254+3mm inserting force test Less than
) . <
SR ) =T
FLHEE [R5 -5 G 3 TERC AR 436 25
+3mm [P35 FEAESR A I
The housing together with the terminal
Single contact Withdrawal ends with wafer matched at a rate per
7.4 force minute to 2543mm inserting force test More than
) Al >, 2
R ) N =IN
FLBE % [R] oy ¥ 55 4 A 7 g EL TG DA RR 4081 25
+3mm (R FE AR H I
Exerts a force on the pin end at a
rate per Minute 25%+3mm until the needle Percontact
Pin Retention Force pin |exit Seat pull-out force - e
7.5 PinkF 2 9 B firh
TE B e 0 77 CARE 0B 25 4 3mm FIEFE B 3 More than
BB T BRI R H 7 15N =15N
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PART No. : XD— PH — seksksk
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7~ Mechanical Performance:
MU RE
No. Item Test mode Requirement
e W H a6 75 1% BORER
Mate connectors up 30 cycles at a Contact
Maximum rate of 10 cycles per minute prior| Resistance
o to environmental test <30m Q
76 Durability
i ANE PR T IR H AR ATR MRG0 | Befrafl
W TLOIR N Sk, #8300k N Skt & <30m Q
IR
Mate connector combination state of
the welding circuit board as test samples
the request in accordance with the
following specification resistance to
vibration test whether to produce Appearance: No
discontinuous current determined during damage
the experiment (off) phenomenon after the , .
experiment measuring contact resistance SMRL: Tt
HERE T B AR R AR EAE A SLs Contact
FEoh, ARERU RS R, BTN ES)LE, 2| Resistance
IS TR A e A2 S P AR AN E S R (W) B <30m Q
SR s L
By S i I A F BEAE 5 fl e L
<30m Q
Vibration
7.7 ~
IRzh .
Frequency <5ﬁ%§) :10-55-10 Hz/minute Current
Amplitude (JRME) : 1.5mm p—p Discontinuity
Direction C(FlA]) I micro second
1. Axis of up and down b R#Hhm (YD Max
2. Axis of right the left ZEA5%filn (Xfl) ‘
FEL Y7L H T -
1 B sec Max
3. Axis of front and back ®igHhm (Z%h)
Period (JA#) : 2hour for each direction
15— R 2/
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8. Endurance Characteristics:
NG RE
No. Item Test mode Requirement
JF5 o H I OWARrS AR ELK
Connector combination condition is
placed in the accordance with the
following specifications high temperature |Appearance: No
aging test after the test and measurement damage
of contact resistance
AL TEdifh
HERS TREZRNE S In#vEf+, K
IR SR, T EiRE s, R )E
. Thermal Aging I B o s L Contaet
. = S
R o
Temperatures: 85+ 2°C ot B BH
Period: 96 hours continuously <30m Q
. 85+2C
JE A RFE296 /N
Mate connector measure the temperature
rise of contact when the maximum rated
Temperature : d .
8.9 g current 1s passe
ELTT 30C Max
HE RS T ERES, BT RAEVFERN
=S WEE EFHE
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8. Endurance Characteristics:
PR
No. [tem Test mode Requirement
g A R 7% BATR
Connector combination under the Appearance: No
condition of constant temperature of damage
the following spec1f1§at10ns constant SN A
temperature and humidity test after
the experiment measuring contact Contact
resistance insulation resistance and Resistance
withstand voltage test <30m Q
fomidity LR P B BRI AR R i e | A
. Bt J B Al e P L 248 25 HRU B A R i R 0 I .
nsulation
Temperature:40+42 °C (JE/E:40+2 °C) Resistance
Relative humidity: 90-95% =500m &
(RH 8 %402 & : 90-95%) No breakdown
Period: 96 hours continuously or flashover
M FFE96/N) Tk g
FEAE K
The combined state of connectors as
test samples in accordance with the
requirements of the following
specifications thermal shock test after
the test measuring contact resistance
insulation resistance and resistance to
voltage
HARS FIEEARE VIR &, KR Same as
8 4 Temperature cycling R E SR EAT A b S0, R I paragraph 8.3
' L PEAE IR HLRH . a2 s BH . DL i H R A 68, 3& Y

One cycle consists of

—-55=+ 3 °C 30min,room temp 10-15min
85 = 3 °C 30min,room temp 10-15min

Total cycle :bcycle

—55£3°C 3074, JHUEFH [H]10-157 B
853°C 30704, T B Fe i (8] 10-157)%h
PROEIAIEL: Sk
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8. Endurance Characteristics:
NG RE
No. Item Test mode Requirement
JF5 o H I SRS AR ELK
The combined state of connector as
test samples salt spray test according to
the following specifications test samples
will be clean again with the water to dry
naturally measurement of contact
. Appearance: No
resistance
damage
SRS R B SR 5, kI (PP A
RS E R IEAT KIS, LI KA
TE 7K E AR T, 0 i BELAE
Salt spray Temperature : 35 43 °C
8.5 hE Solution: 5+ 1 %
Period: Contact
Stamping after tin plated for 8 hours Resistance
Stamping before tin plated for 24 hours <30m Q
Feful e FH
WE: 35+£3 C <30m Q
WRE: 5+1%
JE A
VLK I =RU LS AN
S JE HAE24 /N (R XD
In accordance with the following
specifications were placed tin soldering
test
o Area of
Solder ability TR 547 SR B R R AT 445 S 6 soldering:
8.6 AR =90 %
Solder temperature : 245+ 5° C S T A
Immersion period:: 3 & 0.5S =90 %

JEAGIREE . 245+5° C
Ui 3+0.5S




RIIE R AT IR 22 7]

TITLE: 2.50MM PITCH XA CONNECTOR
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8. Endurance Characteristics:

NG RE

No. Item Test mode Requirement

e el a6 751 BORER
anual soldering tin process
Soldering time: 3%0.5S
Soldering pot: 35057
FTIKEEG T2
JRPEI ] 340, 5S
JEEERE: 350+5°C
Mode of operation:
BE T s

Position DIP type needle solder
conducto or a fixed piece at the end of
the 1.5mm distance Appearance: No
Resistance to — soldering\\ "pipmi4f mi 4, FEHSHERE R, Ash|  damage
heat
8.7.1 N 1. bmm
T 42 T4

Wave soldering tin soldering process
Soldering time : 5% 0.5S

Soldering pot: 260 = 5 ° C
PRUESRIRE T2

JEEERR]: 540. 58

JEFEIRE: 2605

S0 et
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TITLE: 2.50MM PITCH XA CONNECTOR DOUBLE ROW TYPE

PART No. : XD— XA — sk
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8. Endurance Characteristics:
78 RNz
No. ITtem Test mode Requirement
5 i H RIS 7% FRELK
Reflow seldering process
Soldering time 20 S Max.
Soldering pot: 255 *+ 5°C
EREESG T
B E . 20S T A Appearance: No
Resistance to soldering| BHI5 E: 255+5° C damage
879 heat
n T A5 422

Please refer to the 9.1 solder reflow
temperature curve

ERIEIES£9. 1B E &

AP Tetti
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9, The reflow temperature curve
[ A T T
9.1 SMT lead—free process temperature curve
SMT TG T 20T th 2

8 Minutes Max. | 250~260°C MAX.
— 20 Sec MAX.
3C/Second max.
. 6'C/Second max.
o 217 —
L 200 —
5
e
o
|-
Q
el
- !
O 150
'_
60~180Sec. 60~150Sec.
Preheat L =
0
Start

Time (Seconds)

10, Caution
EREHED

10.1 plastic because of characteristics ter package is opened should avoid
exposure to the temperature is higher than 30°C , humidity is higher than 60% RH in the
environment, and in the 24 hours after

event subsequent reflow wave
soldering process to produce foaming ion

SRR BATOK Z R PR e i Ja Nk e R 5 T, =il T 30°C, {BE R T 60%RH 3SR,
FHAEEJE 24/ N N 2B e B, Bk R SRR . IR IR P A I A T L B
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11. Packaging Transportation Storage
A, B, A
11.1 Packaging
(@ES

(1) Terminal within the Packaging for disc loading material Packaging plastic shell

packaging for plastic has seat plates tubes mounted (paste) into the certificate

indicate the product name specifications quantity production date and other information
i RSOV SO R IRFe N BNk, BRSO, 483, (1)
FNGHAE, EU AR, RS BE. Bt ER.

(2) Exterior package is carton facing the packing list the packing list marked with

product name specification model quantity date of dispatch

HMUEEONARAR, IEARAR L, AT B RN AR RS MR, SR

(3) The product in the box must not rock
FEAmTER N AR 3D

11. 2 Transportation
2%
Any vehicle can be adopted for the transportation but moisture—proof and no
mechanical damage Transport temperature to =20 ‘C —+50 C
VAR 7 i, H A G S B PG RS o AN Rl AN B R S AU 5
BRI SRR B 920 C~+50 C

11.3 Storage
<2
(1) The connector of packing finished should be in the ambient temperature between
-20C —+40°C relative humidity < 80 % to store in storehouse air and
other corrosive gas in the ambient air
F 76 R R S MAE MR IR N-20'C ~ +40°C, AHXSIRAE<80%, Ji %<+
BATRNE, Bl S FL e TR b I AR I B o R AT

(2) Re—qualification test shall be conducted immediately while the storing

duration exceed 6 mouths

A6, e /& AT &
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h SPECIFICATIONS

! ! 1. Current Rating: 3A AC, DC

2. Voltage Rating: 250V AC, DC
T S T T 3. Temperatuer Range: -25°C~ +85°C
; 4. Contact Resistance: 20mQ Max

O
o
(@]
‘ ‘ i p 5. Insulation Resistance: 1000mQ Min
g 6. Withstanding Voltang: 1000V AC/minute
| 7. Material: Phosphoric bronze Tin-plated
iy 8. Applicable Wire Sizes:AWG #22~28#

‘w
|
6.70+0.25

<H5‘2O+Oﬂ5<J
15

H—2.20£0.10
2.60£0.10-=—
1.80+0.10
1.15£0.10
0.80+0.10
SEC:A-A
Lo
[@\]
=
i
1.80£0.25 ¥s!
Rl NN
o [ el O | g RUMEMEAERAT
DIM TOL CEEIE%K ShenzhenXundaTechnology Co.,Ltd
) XX £0.30 #of ERER s B &
T 00 APPROVAL e XA (2.5) ¥ REV.
SEC:B-B - X0 it B FaRS 1
! MREAT XXX 010 SCALE PART NO. XD-XAT NS
FS TENA =] . ' E TR
o, MODIFY CONTENT MODIFY DATE Angle £30 Projection @—% MATERIAL SHEET

1 2 \ 3 \ 4 \ 5 \
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0.20
M SPECIFICATIONS
m 1. Current Rating: 3A AC, DC
‘ ‘ 2. Voltage Rating: 250V AC, DC
W S 3. Temperatuer Range: -25°C~ +85C |
i = 4. Contact Resistance: 20mQ Max
Oo‘o' 5. Insulatfion Resistance: 1000mQ Min
i 6. Withstanding Voltang: 1500V AC/minute
ix 7. Material: Phosphoric bronze Tin-plated
A A - 8. Applicable Wire Sizes:AWG #20~284#
;] )UQLB | )
. L4 !
O
& 2 L
™ ~
N g
[aa]
D j E D
& 1904015
| T TH =
180025 3 S g
T = 3 _
= U‘6Ui0‘10ﬁ—‘<% o
SEC:B-B SEC:C~C SEC:D-D
GENERL TOLERANCE il & 01 ma— 0y N =
DRAVING Abky NIRMERNEERAR -
DIM ToL CEEIE%K ShenzhenXundaTechnology Co. Ltd
XX %030 it g FREHR w 5 &
Y * o APPROVAL '&TITLEﬂ XA (25) s F REV. A
. KX 20, i %l FERS B
1 MREAT XXX 010 SCALE PARTNO. XD-XAPT Onrs | MM
55 TERE H# o B ¥ E TR
o, MODIFY CONTENT MODIFY DATE Angle £30 Projection @—% MATERIAL seer | M1
1 | 3 \ 4 \ 5 \




SPECIFICATIONS
1. Current Rating: 3A AC, DC

LA e * — .
B+0.25 /.00+0.30 2. Voltage Rating: 250V AC, DC
3. Temperatuer Range: -25°C~ +85C
= + —=]
5.70%0.20 4. Contact Resistance: 20mQ Max
5. Insulatfion Resistance: 1000mQ Min
L 1T 6. Withstanding Voliang: 1000V AC/minute
7. Material: Housing: Nylonéé
Ig)
a
fan
& Dimensions mm
R Circuit Part NO.
an A B
2 XD-XA-2Y 2.50 7.50
3 XD-XA-3Y 5.00 10.00
4 XD-XA-4Y 7.50 12.50
N 5 XD-XA-5Y 10.00 | 15.00
6 XD-XA-6Y 12.50 | 17.50
—=—0.001020—— 7 XD-XA-7Y 1500 | 20.00
8 XD-XA-8Y 17.50 [ 22.50
9 XD-XA-9Y 20.00 | 25.00
10 XD-XA-10Y 22.50 | 27.50
11 XD-XA-11Y 25.00 [ 30.00
12 XD-XA-12Y 27.50 [ 32.50
13 XD-XA-13Y 30.00 | 35.00
14 XD-XA-14Y 32.50 | 37.50
W 15 XD-XA-15Y 35.00 | 40.00
| 1 ! I 16 XD-XA-16Y 37.50 | 42.50
} } } } Ordering Information
‘ ‘ ‘ ‘ XD-XA - N*¥*
‘ ‘ Pin Type
0.20 GENERLTOLERANCE | 1 A 01 NN N =
+0.20 DRAVING m RIAER LB RAE
DIM TOL CEEIE%K ShenzhenXundaTechnology Co.,Ltd
jix 1053:0 A;ER(;;EVAL P XA (25) A& % A
e KX £0. t 4l RS £ fi
! REAT XXX +0.10 SCALE PARTNO. XD-XANY Onrs | MM
55 TERE H# o B ¥ R TR
No. MODIFY CONTENT mopiFYDaE | Ande £30 Projection @©=F MATERIAL sy | /!

2 \ 3 \ 4 \ 5 |
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SPECIFICATIONS

1. Current Rating: 3A AC, DC
w 2. Voltage Rating: 250V AC, DC

3. Temperatuer Range: -25°C~ +85°C

4. Contact Resistance: 20mQ Max
5. Insulation Resistance: 1000mQ Min

6. Withstanding Voltang: 1000V AC/minute

~

« Material: Housing: Nylonéé

rf6‘60i0‘804>‘

Circuit Part NO. Dimensions mm
A B
2 XD-XA-2EY 2.50 7.50
3 XD-XA-3EY 5.00 10.00
E 4 XD-XA-4EY 7.50 12.50
5 XD-XA-5EY 10.00 | 15.00
5 6 XD-XA-GEY 12.50 | 17.50
o o 7 XD-XA-7EY 15.00 | 20.00
% 8 XD-XA-8EY 17.50 | 22.50
= 9 XD-XA-9EY 20.00 | 25.00
10 XD-XA-10EY 22.50 | 27.50
11 XD-XA-T1EY 25.00 | 30.00
12 XD-XA-12EY 27.50 | 32.50
13 XD-XA-13EY 30.00 | 35.00
14 XD-XA-14EY 32.50 | 37.50
S 15 XD-XA-15EY 3500 | 40.00
16 XD-XA-16EY 32.50 | 42.50
O Ordering Information
—a10— XD-XA - N***
=4,70%0.15=
- 5.40+0,20—
HOHC RO H Y
ceosnct | (Bl O | IR RYMEREERAR
!—D—J DIM T0L CfE%K ShenzhenXundaTechnology Co.,Ltd
2,50+0,10 iix iojzoo AP%FEthVAL r*TT?L%EW XA (25) AE mﬁ?@ A
A%0.20 ! mRe oo to10 | oAt yviioee XD-XA-NEY B mm
i MODIPY CONTENT MobFoaE | A1 +30 Pro?%ej?on @_g AL Ser |

1 2 \ 3 \ 4 \ 5 \
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SPECIFICATIONS
1. Current Rating: 3A AC, DC
2. Voltage Rating: 250V AC, DC
LA oA 3. Temperatuer Range: -25°C~ +85°C
B+0.25 8.60£0.25 4. Contact Resistance: 20mQ Max
5. Insulation Resistance: 1000mQ Min
= + —=]
/.60£0.20 6. Withstanding Voltang: 1000V AC/minute
: L J W 7« Material: Housing: Nylonéé
—  — — —  —  — — —  — LO
[@N]
=)
i ——
S Circuit Part NO. mensons mm
& ~J A B
‘ e 4 XD-XA-2x4Y 7.50 15.00
‘ % 5 XD-XA-2x5Y 10.00 | 17.50
A ™ 6 XD-XA-2x8Y 12.50 | 20.00
7 XD-XA-2x7Y 15.00 | 22.50
8 XD-XA-2x8Y 17.50 | 25.00
-XA-2x9Y 20.00 | 27.50
Lwo‘oom.zo% 2 XDXA
10 XD-XA-2x10Y 22.50 | 30.00
11 XD-XA-2x11Y 25.00 | 32.50
11.40+0.50 12 XD-XA-2x12Y 27.50 | 35.00
13 XD-XA-2x13Y 30.00 | 37.50
7( W { Wi 14 XD-XA-2x14Y 32.50 | 40.00
- = = 15 XD-XA-2x15Y 3500 | 42.50
16 XD-XA-2x16Y 37.50 | 45.00
[ E{ | I I I I I I I
R v B o I s
Ordering Information
| — — | XD - XA - N*=*
———2.5040.10
A+0.20
- R _—— s
GENERLTOLERANCE | | WiING o1 ALy RYNIAE R B R AT
DIM T0L CfE%K ShenzhenXundaTechnology Co.,Ltd
oo AR OVAL P XA (2.5) TR fLE . A
XXX £0.20 p— —
- tt i ] B
KXXK +0.10 SCA?E PARTNO. XD-XA-2xNY ot | MM
: . RE i 7R
MODIFY CONTENT MDA | Ande 30 Projection @—E» MATERIAL sger | V]
1 2 3 | 4 \ 5 \
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6.40+0.25
SPECIFICATIONS
1. Current Rating: 3A AC, DC
—3.20+0.20
2. Voltage Rating: 250V AC, DC
- 3. Temperatuer Range: -25°C~ +85°C
4. Contact Resistance: 20mQ Max
& 5. Insulation Resistance: 1000mQ Min
Q g 6. Withstanding Voltang: 1000V AC/minute
& « Q 7 Material: Wafer Nylonéé UL94V-0
7 ~l o @ PIN Brass Tin-plated
Tt S| 2
L | | | L + N o [ce]
L | ° :
2504010 #0.60 poc Dimensions mm
T T ™ . .
AL0.20 | | Circuit Part NO. A B
} 2 XD-XA-2A 2.50 7.50
B+0.25 | 3 XD-XA-3A 5.00 10.00
‘ 4 XD-XA-4A 7.50 | 12.50
5 XD-XA-5A 10.00 | 15.00
| 6 XD-XA-6A 12.50 | 17.50
43 3040 20— 7 XD-XA-7A 15.00 | 20.00
R 8 XD-XA-8A 17.50 [ 22.50
T | | n | ‘ ‘ | o | “ \ 9 XD-XA-9A 20.00 | 25.00
} } } } } © 10 XD-XA-10A 22.50 | 27.50
O A 1O 1B -0-11-0--| | = = 1 XD-XA-11A 2500 | 30.00
‘ ‘ ‘ I I E':' g A+0.10 12 XD-XA-12A 27.50 | 32.50
1 1 1 1 1 F < ‘ 13 XD-XA-13A 30.00 | 35.00
14 XD-XA-14A 32.50 | 37.50
2.50+0.10
\ 15 XD-XA-15A 35.00 | 40.00
16 XD-XA-16A 37.50 | 42.50
= | 2508010 Q} Q} Q} {%} Q}
A+0.20
»0.90=£0,05 Ordering Information
XD - XA - N***
Lo ) PCB LAYOUT "
[ [ [
: : | | T m——
| [ [ [ F GENERLTOLERANCE | | AWING o1 ALy RYNIAE R B R AT
[ DIM T0L CfE%K ShenzhenXundaTechnology Co.,Ltd
. +0. 7 B R A
2“’ 5 A X +003200 AP%FEtRCl;EVAL }&T\TL%EW XA (2.5) BSt REV. A
Yk 20, b 5] FeKs B
XXXX +0.10 SCALE F}:;RTNE\. XD-XA-NA urﬁs mm
} . % % o TR
MOBRDATE | Ande 30 Proicfion @—E» MATERIAL sger | /]

3 | 4
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L SPECIFICATIONS
B+0.25 A
A+0.10 1. Current Rating: 3A AC, DC
»*2.50% 2. Voltage Rating: 250V AC, DC
LTIy 3. Temperatuer Range: -25°C~ +85°C
4. Contact Resistance: 20mQ Max
5. Insulation Resistance: 1000mQ Min
6. Withstanding Voltang: 1000V AC/minute
7« Material: Wafer Nylonéé UL94V-0
PCB LAYOUT PIN Brass Tin-plated
L - -
10.10£0.20—— Cireuit Part NO. D|r:en5|ons;ﬂm
+
| 3.80%0.20 4 XD-XA-2x4A 7.50 15.00
N ( XD-XA-2x5A 10.00 | 17.50
6 XD-XA-2x6A 12.50 | 20.00
g 7 XD-XA-2x7A 15.00 | 22.50
\/ S 8 XD-XA-2x8A 17.50 | 25.00
g 9 XD-XA-2x9A 20.00 | 27.50
| | SEE 10 XD-XA2x10A | 22.50 | 30.00
@ @ i = 11 XD-XA-2x11A 2500 | 32.50
8 12 XD-XA-2x12A 27.50 | 35.00
I 13 XD-XA-2x13A 30.00 | 37.50
m m M M m M S 4 XDXA2x14A | 3250 | 40.00
| | | 3 3 | 3 3 15 XD-XA-215A | 3500 | 42.50
w | | | | | | | 16 XD-XA-2x16A 37.50 | 45.00
?0.60£0.05 L—J»Z.50iO.W5
0 Ordering Information
‘ ‘ o XD - XA - N***
+
) o Pin Type
: : : : 0
— i i i i — o
-© ® o @
I R © © © — GENERLTOLERANCE | I B —— s
7 = : : : = oeanne | 0! Aby RAIREREFRAA
| | | 1 oM ToL CfE%K ShenzhenXundaTechnology Co. Ltd
. X £030 o =& g
[l | [ [ iix :020 APPROVAL Tie XA (25) T ES | TR A
. AR tt i RS By
2.50+£0.10 ! iRkt XXX £0.10 SCALE PARTNO. XD-XA-2XNA onrs | MM
FE TERR =5 . "Y # TR
A+0 20 o MODIFY CONTENT MODIFY DATE Angle £30 Projection @_g MATERIAL sieer | /]

1 2 \ 3 \ 4 \ 5 \




1. Current Rating: 3A AC, DC
S =3.20£0.20 2. Voltage Rating: 250V AC, DC
3. Temperatuer Range: -25°C~ +85°C
4. Contact Resistance: 20mQ Max
X¥ 5. Insulation Resistance: 1000mQ Min
f o PR 6. Withstanding Voltang: 1000V AC/minute
2 g g g 7« Material: Wafer Nylon4é  UL94V-0
R H oA PIN Brass Tin-plated
I~ 8 2
Qo o o
[ Z‘% u
—+ + = - T T R -
=== . Dimensions mm
Circuit Part NO.
$0.6040.05 3.5040.20 A B
2 XD-XA-2AW 2.50 7.50
3 XD-XA-3AW 5.00 10.00
ﬁ ’—‘ ’—‘ ’7 4 XD-XA-4AW 7.50 12.50
5 XD-XA-5AW 10.00 | 15.00
T : ’T‘ | | ’T‘ | r b XD-XA-6AW 1250 | 17.50
[ [ [ [ \ [ EAAN : :
- @ ,,@,,,@,,,@,,,@m,@,, 7 XD-XA-7AW 15.00 [ 20.00
\ \ \ \ \ \ 8 XD-XA-8AW 17.50 | 22.50
5 | | | | | | ; 9 XDXAIAW 2000 | 2500
‘ ‘ 10 XD-XA-10AW 22.50 | 27.50
| | | ; | | 11 XD-XA-1TAW 25.00 | 30.00
} } } } } } AZ0.10 ‘ 12 XD-XA-12AW 27.50 | 32.50
\ \ \ \ \ \ 13 XD-XA-13AW 30.00 | 35.00
2.50%0.10 14 XD-XA-14AW 3250 | 37.50
‘ 15 XD-XA-15AW 35.00 | 40.00
el 2 5040.10 + {:} {%} {%} {%} Q} 16 XD-XA-16AW 37.50 | 42.50
A+0.20
20.90£0.05 Ordering Information
T XD - XA ’_TN iF
[ N | T 1 i
M \ \ \ ﬂ
I e . E PCB LAYOUT
5 1 1 1 1 1 ;
‘ ‘ GENERLTOLERANCE | I & 01 ey R
T T T 1T | R ALs
| | | | | ~v DIM TOL CE’;EC*K ShenzhenXundoTechnology Co.,LToI
\ \ \ \ \ 2 5 A
X £030 ok = RETR 5 ki &
‘ ‘ ‘ ‘ ‘ iix :020 APPROVAL }&T\TLE J XA (25) THf REV. A
. SR tt i Pk S By
1 WRET XXXX +0.10 SCALE F}::\RT N-a XD-XA-NAW UN\_TLS mm
S FTERR = . "% 8 TR
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I A W 3 SPECIFICATIONS
2 50— 1. Current Rating: 3A AC, DC
1.30 2. Voltage Rating: 250V AC, DC
7 ﬂTTﬁ 3. Temperatuer Range: -25°C~ +85°C
A A 7 4. Contact Resistance: 20mQ Max
| 1 i Q 5. Insulation Resistance: 1000mQ Min
| | A o
‘ i 3 © Vi 6. Withstanding Voltang: 1000V AC/minute
1 $ = o Mo | 7. Material: Wafer PAST  UL94V-0
—— 11| ] & 7 PIN Brass Tin-plated
L @ I8 S Fixed piece :C2680 Tin-plated
| : s ° U
| [ ;
I | § 1.20
i v Dimensions mm
‘ ‘ ‘ Circuit Part NO.
2 XD-XA-2PLT 2.50 10.00
3 XD-XA-3PLT 5.00 12.50
4 XD-XA-4PLT 7.50 15.00
ﬁSOOiOQO% 5 XD-XA-5PLT 10.00 [ 17.50
6 XD-XA-6PLT 12.50 | 20.00
:L 7 XD-XA-7PLT 15.00 | 22.50
8 XD-XA-8PLT 17.50 | 25.00
& 9 XDXA9PLT 2000 | 27.50
i Q 10 XD-XA-10PLT 22.50 | 30.00
3 S 1 XD-XA-11PLT 2500 | 32.50
@ © 12 XD-XA-12PLT 27.50 | 35.00
~ 13 XD-XA-13PLT 30.00 | 37.50
T D 47 14 XD-XA-14PLT 32.50 | 40.00
15 XD-XA-15PLT 35.00 | 42.50
=—1.00+0.20 1.40£0.20 16 XD-XA-16PLT 37.50 | 45.00
- ﬁ ﬁ - Ordering Information
B 5 XD - XA - N ***
]
2 o | | H
e = Gl TOLERANCE | il B NN . —
ENERL DRAWING o1 ﬁ RUAERFEERAT
DIM T0L CfE%K ShenzhenXundaTechnology Co.,Ltd
. +0. 7 B X R A
2.50+0.10 XX +003200 AP%FEtRCl;EVAL erL%Eﬂ’ XA (2.5) Ml REV. A
A+0.20 . XX 0. it fi FRRS EY:
A£0.20 1 WRRRAT XXX 010 SCA?JE F}::\RT NE_ XD-XANPLT UN\_TLS mm
= TERRS =F . RE 8 TR
No. MODIPY CONTENT MODFYDATE | Ande *30 Projection @_g MATERIAL sger | /]
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2. 50xN-1D)—— SPECIFICATIONS
250 [ ‘ ‘ , ) 1. Current Rating: 3A AC, DC
7 | : 2. Voltage Rating: 250V AC, DC
% 3. Temperatuer Range: -25°C~ +85°C
T 4. Contact Resistance: 20mQ Max
7' 5. Insulation Resistance: 1000mQ Min
& 6. Withstanding Voltang: 1000V AC/minute
2. 50X(IN-15>+4.95%0.20 2 2,90~ 7. Material: PAST  UL94V-0
PIN : C2680 Tin-plated
1 L** Z7mm Fixed piece: C2680 Tin-plated
T
™
i wd_d
LAl150
2O0XIN-D+5 80— : i i
~ Circuit Part NO. D'TG”S'O”SBmm
PCB LAYOUT 2 XD XA 2PWT 250 | 1000
XD-XA-3PWT 500 | 12.50
4 XD-XA-4PWT 750 | 15.00
5 XD-XA-5PWT 10.00 17.50
6.2050.2 6 XD-XA-6PWT 12.50 | 20.00
—6.85+0.20— 7 XDXA7PWT 1500 | 22.50
ﬁEWX(N*D”‘@iU%;" =—3.70 8 XD-XA-8PWT 17.50 | 25.00
( Y LrAU T 9 XD-XA-9PWT 20.00 | 27.50
‘ } — 10 XD-XA-10PWT 22.50 | 30.00
o
T 11 XD-XA-11PWT 2500 | 32.50
S — 4 12 XD-XA-12PWT__| 27.50 | 35.00
E L? ﬁ 8 g 13 XD-XA-13PWT 30.00 | 37.50
ODQ o g 14 XD-XA-14PWT 32.50 | 40.00
pal I 15 XD-XA-15PWT 3500 | 4250
N T 16 XD-XAPWT | 37.50 | 45.00
Il
@
?0.60£0.02 ) ' ' Ordering Information
XD - XA - N**
2.50X(N-1)+5,8540.25———— "
B FFOAO
NN N NN ﬁ
- GENERL TOLERANCE & A S LIS . —
© DRAWING o1 -AT RYNIAE R B R AT
] f ] DIM TOL i ShenzhenXundaTechnology Co.,Ltd
T ‘ — LLT XX +0.30 C%;E;K FRER WA
. +0. 7 ER=EVN
o APPROVAL TMLE XA (25) BN REV. A
2,50%0,10 e KK £0. i % e g h
I 1 MIREIT 0 £0.10 SCALE PART N%_ XD-XA-NPWT UNITS mm
2 - e TERR A . " o TR
o, MODIFY CONTENT MODIFY DATE Andle £30 Projection @_g MATERIAL SHEET 1
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