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SPECIFICATIONS
1. Current Rating: 1A AC, DC
2. Voltage Rating: 100V AC, DC
Bx0.22 =—3.4040.25— 3. Temperatuer Range: -25°C~ +85°C
4. Confact Resistance: 20mQ Max
5. Insulation Resistance: 500mQ Min
] M [ M [ M 1 6. Withstanding Voltang: 500V AC/minute
i i T 7« Material: Housing Nylonéé UL94-VO
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< Dimensions mm
~ Circuit Part NO. A 5
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3 XD-ZH-3Y 3.00 6.00
4 XD-ZH-4Y 4.50 7.50
5 XD-ZH-5Y 6.00 9.00
—=2.65%0,20—— 6 XD-TH-6Y 750 | 10.50
7 XD-ZH-7Y 9.00 12.00
8 XD-ZH-8Y 10.50 13.50
9 XD-ZH-9Y 12.00 | 15.00
— — 10 XD-ZH-10Y 13.50 16.50
11 XD-ZH-11Y 15.00 18.00
J@iﬁ@##@iﬁ@ii@ Pi@r 12 XD-ZH-12Y 1650 | 19.50
‘ ‘ ‘ ‘ ‘ ‘ 13 XD-ZH-13Y 18.00 | 21.00
I I I I I I 14 XD-ZH-14Y 19.50 | 22.50
L;J L'J L'J L'J L'J L’J 15 XD-IH-15Y 21.00 | 24.00
‘ ‘ 16 XD-ZH-16Y 22.50 | 25.50
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