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#¥l MATERIALS

b TRESEL, B

JE . TRESEEL, R

P TR, B n

Ui G4, WEEE Y
COVER:Engineering Plastics, Black
BASE: Engineering Plastics, Black

KEY: Engineering Plastics, White or orange
TMERMINAL:Alloy Coper, Plating Gold or Tin

H 3P 68 ELECTRCAL SPECIFICATIONS

1. BefddFH (RILRMED Contact resistance (initial) : <50mQ

2. B BH GRS ) Contact resistance (after life test) : <100mQ

3. JFREFE (JFREYI#H)  Contact rating (Contact rating) : 25mA  24VDC

4. FFRFE JFRAFYIH) Contact rating (Non—Contact rating) : 100mA

5. #igk Insulation resistance: =100MQ. Min. at 500VDC

6. s sm Dielectric strength: 500VAC Min. for 60 seconds. ImA
7. WEPREE Capacitance between adjacent switches: <5PF

HUIA4E EMECHANICAL SPECIFICATIONS

1. #4EH Operation force: <8N

2. MMiAEdr  Mechanical life: 2000 operations

3. ffifHUEE  Operating Temperature: -20°C ~ +70°C

4. fEFUEE  Storage Temperature: -40°C ~ +85C

5. AJEME Solderability: After flux 230£5°Cfor 5=+0. 5seconds, 95%coverage
6. MEEEM Resistance to soldering heat = 260+5°C for 5+ 1seconds

1R SOLDERING PROCESSES
1. EFTEEEERES, EWREIT R EORR A & 1.Keep all switch contacts in their “OFF”
2. WIE:  (DIPHY) HEAFIRRREIR T N position for all operations

250°C, £ 108
o TR AEFH30WES S B AE350°C, JE 4 2. WAVE SOLDERING:Recommended solder
Ny NARE temperatureat 250°C max. 10 seconds
4. [RIFE:  (SMTAY) (Rl il o 260°C,
WP A260°CHY, AR AT 10> (i) 3. HAND SOLDERING:Use a soldering iron of 30 solder
Watts controlled at 350°C approximately 5 seconds

w

r While applying

Peak temp
255-260° C

T
WBE(C C)

4.Reflow Soldering Profile: (reference)

Soek Zone Reflow Zone
- 150° C~200° C  60-1208 Over220° C 30-90%

Preheat Zone

[ 150° carsrmmmecs o/p R #)S
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A:8.20mm B:7.62mm C:NZ

BB
WAt ORE L HiRAY

PEE Ak LIk

G:Plating Gold T:Plating Tin

Row space of Dip item:

Color of key:
W:white O:orange H:mined color

A:8.20mm B:7.62mm C:J lead

Form of the key:H:high key L:low key

IR T A Position of Product
SUATEA MEHL DX Type:M:Dip  D:SMT
YAR ) YA Series
P Product position
01 02 03 04 05 06 07 08 09 10 12
—Ar —f —f ILIE (A FiKDA Ay YA QA J\ L JuhL AL A
one two three four five Six seven eight nine ten twelve
SN B 35 HE R~} Shape and Assembly size
DIMENSION A(General tolerance:£0.3)
POSITIONS| 1 203 4 5 6 7 8 9 |10 12
A 64 |6. 18| 8. 72 |11. 26[13. 80]16. 34|18. 88[21. 42/23. 96{26. 50(31. 58|
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) 1 2 5440.2
0.5+0.3 2.54X(P-1)10.2 ®.@.®@
2.5430.2 PCB LAYOUT CIRCUIT DIAGRAM CONSTRUCTION
PSS PACKING
- . bl FRoU B TFEHE TNBHE SMERE
F-ﬁ-ﬁﬁ EE‘IF% % I’y\ Ic %ﬁjﬁ@%tj SERIES NO_uf\POS ﬁsTU; 'EPIE\E BGXE PERCTN
All Code Switches are shipped in standard IC tube YA 1 130PCS 13000PCS
YA 2 77PCS 7700PCS
A AT ALY EE &% 7910001 YA 3 55PCS 5500PCS
SMT type can be shipperinTape & Reel Packing, YA 4 42PCS 4200PCS
The quantity is 1000PCS/Reel A 5 34PCS 3400PCS AR
YA é 29PCS 2900PCS
55 5530, S440C
YA 7 25PCS 2500PCS
YA 8 22PCS 2200PCS
YA 9 20PCS 2000PCS
YA 10 18PCS 1800PCS
YA 12 15PCS 1500PCS




