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1. General — & FR
1-1 Scope # R
This specification is applicable toTMR joystick used in electronic equipment.
The device produces a |inear response when the output voltage is within the specified voltage
range. Outside this range, sensitivity is reduced and nonlinear
AAKEPERNTELTREENZ TR E4F. SMBELCEAEAALHECRLRA NN, ZRE L& M R
Ko EEXANTEEZSS, REEASEIK, FHLIERMY

1-2 Standard atmospheric conditions EXARS
Unless otherwise specified, the standard range of atmospheric conditions for making
measurements

and tests is as fol lows:
A AMEI, TMEEATRKASH T

Ambient temperature =Y : 15°C ~ 35°C

Relative humidity xS B : 25% ~ 85%

Air pressure LE : 86 KPa~ 106 KPa

If there is any doubt about the results, measurements should be made within the fol lowing
limits:

o B AT SR SR, S B AT &4 T4

Ambient temperature 2E : 200C £ 1°C

Relative humidity a8 B . 63% T 67%

Air pressure LE : 86 KPa~ 106 KPa

1-3 Operating temperature range : —10°C ~ +70°C

#E R ETE

1-4 Storage temperature range : =30°C “+80°C

G mETLE

1-5 Operators shall wear electrostatic bracelets during operation
FE b R ARAE B F AP e F 30
2. Construction g
2-1 Dimension Rt : Refer to attached drawing & I gk B
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3. Mechanical

characteristics

AR P R
NO. ITEM CONDITIONS SPECIFICATION
B 5 o H & A, #
Figure of lever . .
) Circular operating
1 operation / X
BAHHE X T
Add a fit force on the lever top to
. push it to max. angle of each
Operation . . .
direction when lever is released .
5 angle of lever 9 . e 30° max
and reset position.
FATE R A X . PR . &K 30°
@ T AR TaRLBEEN, AEAF |
- MR — 2 K BEATROEES
R KA K.
Operating Test position is at more than 10
3 force of lever | degrees deflection of lever. 120X 40gf
#ATER A BAFRA 10 B EZ 5 BN,
Measure the angle between the
Accuracy of lever and the axial center line
reset after the lever pushed to the
position of direction of X-X(Y-Y) and resets. N
4 lever BATHG XXO-V) FaawgEs | 0 O
EigEes | NEBEFL2APORHAK.
)4
Apply force on the lever
perpendicular to the lever’ sMore than 2.5Kgf.cm 3 seconds
Knob strength . . .
5 Jo AT 40 28 A rotation direction. min
e ﬂ by 2 < e
alll kB TFREAOAGR TEA L. KT 2. 5Kef.om, £ 3 A4
Pull st th Appl ified I f
6 :I ST tEp T specttie :u erceon More than 50N 3 seconds min
of lever e lever upward.
o e e b e o . e 1o s KT 50N, £ 344
BATRH R | ERATEAL, TEATEE L,
Push o
Apply specified push force on )
Strength of More than 98N 3 seconds min
7 | the lever downward. £ T 08N, F 3404
ever , DARE X
e | AT, BEAFTEGT.
AT IR
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4. Electrical

LA -

characteristics

NO.

A

—‘%—

ITEM
N H

COND I TIONS
*H#

SPECIFICATION
S

Rated voltage
i JYEN

E=+VvPR

E: %0 ¥ /& Rated voltage (V)

P: %0 & h % Rated power (W)

R: /4R 4 fB4A Nominal total
resistance (Q)

The rated voltage is calculated
by above formula. When the rated
voltage exceeds the maximum
operating voltage, the maximum
operating voltage should be the
rated voltage.
el kA LNt H, 52w
AT R K TAFEERN, R KT/ E
JERP AR R,

DC 1.8V & 3.3V

Temperature

characteristi

c
PR 4

load V.R
should be stored at temperature
of 70£3°C for 5hrs and measure
immediately.
#AEBETL£70EICHEEBEA L
AT 4 THES Dot E 5 Ea

=
2o

The without electrical

and
Without

Without damage
deformation,

lever
the

|ooseness and failing function of

witch. T RRR M4, LA

I K REARIR

Voltage Divider
Error
MEREM

Voltage divider error is defined
the ratio of the voltage terminals
Output-GND to terminals VCC-GND
after the drive arm rested. 1.8V
& 3.3VD.C. shall be applied to the
terminals between VCC and GND and
then voltage divider error shall
be measured with the drive arm
operation on the |ine X-X and Y-Y.
PRREMAZITAD L EERT
Output-GND L5 3%-F VCC-GND % /% tb
#]. 4% 1.8V & 3.3V D.C & Em A%
T VCC-GND Z ], % &R 2 {4 &% AT
EAE T XX A= Y=Y 77 &) 2R )2 6 0
1.

40. 3%~59. 7%
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Limit
voltage
value

AR o R AR

The
voltage ratio between terminals
Output—GND and VCC-GND after the
rocker Add
1.8V &3.3V D.C voltage between
terminals VCC—-GND, and the |limit
voltage rocker operates in the x—x
and Y-Y directions to the bottom
R R AR R AT B R B dm T
Output-GND 5 3% -F VCC-GND ¥ /% It
). 4% 1.8V & 3.3VD. C & Em A 35T
VCC-GND Z ia], #FR W EIZAFIEAE T
X=X Ao Y=Y Zr ) )R K

limit voltage value is the

reaches the bottom.

At 23° Minimum value < 26% and
maximum value >74%. (value from
the straight |ine to the edge in the
up, down, left and right directions)
& 23° B R ME<26%, & KAL>T74%.

(k. F. &£, WA T A KRBAYG
8)

VALUE OF
POSITION
g4

RESET

The absolute value of difference
between the partial voltage error
value measured after the free reset
of the rocker in the upward
direction and the partial voltage
error value measured after the free
reset of the rocker in the downward
direction. The absolute value of
difference between the partial
voltage error value measured after
the free reset of the rocker in the
left direction and the partial
voltage error value measured after
the free reset of the rocker in the
right direction
#EATE S LG A b 5426 NAFS R
ZE5EMES TR A b L2 ENEF
SRR EAZ EMYTA, EATHEG L
Zre) B @ 5455 MRS RIR ZMA 5 EAT
@A 7w A wE L ENEFY>EIREM
Z £ 692 3tA.

Within 6.3%.

6. 3% VAN

Insulation

resistance

$e 25 ML HU1A

More than 10 MQ.
10 MQ A Lk,
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Voo
L

. B iR B DAC
Functional =
Block
Diagram
i B EERAR Vour
TMREPE & 2%
L
GND
SyYMBOL PARAMETERS TEST CONDITION MIN Typ MAX UNIT
&5 X C moE | AREMAE | R KA AN
SUPPLY VOLTAGE
Vce 1.6 3.3 5 v
w R W A
SUPPLY CURRENT TA=25C
lcc - 200 - UA
A A VvDD=1. 8V
POWER ON TIME
Tro TA=25C - - 100 us
FF A B
BANDWIDTH
Bw -3pB, CL=1NF - - 50 KHz
W 5
QuTPUT
lout<1.5MA Vce=3V
RouTt RESISTANCE - 5 15 Q
B=0Gs
Wl e m
Electrical PuLL To GND
. . . 10 - - KQ
Specificati OuTPUT LOADING T 42 #| GND
ons RL RESISTANCE
. g PuLL 10 VGCC
AN S i A Rem 10 - - KQ
15 3 vee
OuTPUT LOADING
CL CAPAC I TANCE OuTPUT TO GND - - 10 NF
WmE AR eR
OQutput Loading lout<=1.5
RI Resistance mA Output to GND 3K = - KOHM
Wl A e or to Vcc
Linear output
low voltage VCC=3V, RL>=4. 7K
VOL - - 0.1 V'
230 ol A A Q
E
Linear output
high voltage | VCC=3V, RL>=4. 7K
VOH N VCC-0.1 - - V'
aMEmbae Q
E
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Magnetic
Characteris
tics

B 4F M

SYMBOL PARAMETERS TEST CONDITION MIN Typ MAX UNIT
&5 X8 C o "oODE | AREME | R KA L 53
Nonlinear
ELin error Ta=25C -1.5 - 1.5 %
FE&R MR E
Zero field Vce=1.8V;B=0
output voltage i 0. 855 0.9 0. 945 v
VOE Ta=25C
error
P . Vecec=3. 3V;B=0
Fapimh e o 1.57 | 1.65 | 1.73 v
R £ Ta=25C
Ta=25C,
Magnetic 1.5 1.67 1.84 MV/Gs
Vce=1. 8V
SNST sensitivity
Ta=25C,
B R A 2..76 3.06 3.36 MV/Gs
Vcec=3V
Zero field
voltage output
drift in
temperature
VOQ_TC - -1.5 - 1.5 %
range
BACEAR
B % ek iy B
E A
Magnetic
sensitivity
drift in
SNST_TGC temperature | TA=—-40°'C~125°C - 1000 - ppm/°C
range 4 & & B
N B R BE R
#%
Zero field
output voltage Ta=25°C -1.5 - 1.5 %
proportional
ERAT_VO0Q
error
REE b & Ta=25C -1.5 - 1.5 %
JE b iR 2
Proportional
error of Ta=25°C -2 - 2 %
magnetic
ERAT_SNST
sensitivity
B R r ) Ta=25°C -2 - 2 %
% £
Ta=25C,
VN Noise ¢ & Vce=3. 3V, - - 10 mVpp
BW=5kHz
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V ESD

Ol amwe

HUMAN—BODY

HBM MoDEL (HBM) - - - 4 KV
A AR AR A
CHARGED—DEVICE
CDM MoDEL (GDM) all pin - - 500 \

W B

5. Endurance characteristics

a4 AR

NO. | TEM
A5 R

CONDITIONS
s

SPECIFICATION
A

Resistance to
soldering
heat

1T 45 &t Ak

Soldering test shall be using
below materials.

B R AT MR AT I 3R

Using printed: single sided
Wiring board copper clad
laminate

& AAT € =1, 2mm £ @ 49 5 3K AP AR
Solder: Sn—Ag solder (Pb free)

FH:: Sn-Ag M4+ L Pb
Flux : specific gravity 0.82min.
BFR : BbE 0.82 AL

Soldering condition is in this
be |l ow.

o TR F TR

Preheating: The surface of the
solder side shall be heated 90°C
to 100°C, for 45 seconds or less.
MR E: AMEk@EE 90°C~
100°C, 45 # 1A,

Solder : The board shall be
solderd up to the mounting side
surface (but solder shal | not come
into the mounting side surface)
for within 5seconds at 255°C to
260°C.

4. W= 255~260°C. 54 IA T,
F4@mm kA PCB A4y Ld&., PCB
Wk @R IERR

Flux :The foaming method shall be
applied. Flux shall not come into
the mounting side surface and
fluxing time shall be 3seconds or
less.
BR3P ARAE PCB & @R
#, PCB # LBNIFFH AR .
Soldering time: One time with
above condition.

FHAH: ERESH 1K

terminals shall not work loose to
injure electric performance after
test. Be satisfied with 4.3 to 4. 6.

KRG R TANE), A TURE Utk he
(&% 4.3~4.6 %),
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Temperature:80+X2°C
Time: 96 hours
The controller shall be subjected| Without damage and lever
Dry heat to standard atmospheric conditions| deformation, Without the
2 B b for 2 hours , after which| looseness and failing function of
measurement shall be made. witch. T RR MR =4, LT A
BB 80X 2°CEBAE T E 96 i, | I XM AR
REBAEFRETHE 2 0 EN
.
Temperature:-30 £2°C
Time: 96 hours
Surface moisture shal | be
removed, and then the controller | Without damage and lever
Cold shall be subjected to standard | deformation, Without the looseness
3 B atmospheric conditions for 2 | and failing function of witch. &L
) hours, after which measurement | 7N B 1% &% &= &, AN 3h B HF X & A& 4R
shal | be made. o
ARE-30E2CRIEAR P4 E 96 I
i, £@KRHERE A EFTIRES TR
B2 s MR,
Temperature: 60 = 2°C
Humidity: 907 95%RH
Time: 96 hours
Surface moisture shall be removed
And then the controller shall be
sub jected to standard atmospheric [Without damage and lever
Damp heat conditions for 2hours, after which |[deformation, ‘.NiTChOUt J.Che
4 - measurement shall be made. looseness and failing function
feiB % 60E2°C 0% 95%RH f2 R4k |of witeh. R AR e~ &, L
HE 96 NI, K@ ARG £ EF P AT K HUR
RETAAE 2 BB MK,
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Low temperature -20£3°C 30

% 30.0° 42 F 347 360° 7% 454X,
# 4 5,000,000 B,

minutes
High temperature: +60Xx3°C 30
minutes
Number of cycles: 5 .
] Without damage and lever
Surface moisture shall be removed, . )
Temperature deformation, Without the
. and then the controller shall be L .
5 cycling test ) . |looseness and failing function
- s, o subjected to standard atmospheric ) . .
=N -7 SUIREY o . lof witch. R ARR MR =4, LA
conditions for 2 hours , after which . i’
C/ i L - 2 N
measurement shall be made.
BEARA-20E3 CEIEEXE 30 o
b, B iR 60E£3°Ca E 30 94, MK 5
K, REAKDEREEETRETR
B2 BN
Without damage and lever
Height: 75cm. deformation, W|?hqut the '
Free falling Numt ¢ fall - looseness and failing function of
6 o umber of falls: imes i
ARETRE | WA witch.
M BRT5 RARAFZETRRIKRE. AR MR &, RSN AT XML
IR,
Mechanical |ife should be tested | Voltage divider error be 40~
5,000,000 cycles at the speed of | 4oy Accuracy of reset position
one cycle per second without o v
Number of electrical load when joystick should be within 8%. without
7 cycles rotate 360° at 30° position. mechanical malfunction. Be
it A F 4 T RABRET R B/ EK#EATIE| satisfied with

SRR E A 40~60%, L 3{EH 8%
AR, HURIE RS LS

6.Switch characteristics (FOR WITH-SWITCH TYPE)
FFRAM GER T FF XA

NO.
il

I TEM
o H

CONDITIONS
F#

SPECIFICATION
A%
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Apply side force perpendicular to

the lever’ s axial direction on

Operating .
the lever until the lever stops,
force th ¢ | 7.0x3N
measure the max force value.
W 7 e Tore
¥ —A @ /) e TEAT LA B HE R
Aok, FRGE A B Z R KA.
Put the switch lever upward, apply
2 times of the static operating
force over the lever’ s axial
direction of the lever, measure
Travel . . +0.5
P, the variance of the switch stroke. 0.4 g5 mm
S = o 1 s s 4 1e .
I KR4 R4z (A7) B T b2
B, ARG REWBEE TED
) Z % 0 R E AR AR B R i 2 A
NIEH.
Max i mum .
. Within 70C
Ratings . DC 1.7V & 3.6V
o1 70°CAR
KK EAEE
Apply 2 times of the operating
force of the static load on the
vertical direction of the lever,
Contact measure the resistance by using

resistance

Fey LU

the Contact Resistance Tester with
1KHZ, 20mV, 5°50mA of current.
A& T VE3h /) Z 4% 0 AT A TR AE 4%
Z % 3 2L (1KHZ, 20mV, 5750mA) #% %
AR AR ML AU,

Less than 200Q
1&F 200Q
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Switch number

UNDER ELECTRICAL LOAD DG
1.7V & 3.6V /5nA,
COMPRESS 10N FORCE TO THE
LEVER WHICH 1S RELEASED AND
RESET TO VERTICAL POSITION.
SWITCH LIFE SHOULD BE
TESTED MORE THAN

Contact resistance 200Q Max,
No mechanical malfunction Be
satisfied with 6.1 and 6.2

5 of cycles 1,000,000 CYCLES AT THE |#&AkM4ti K 200Q,
XA SPEED OF 2 CYCLES PER AR T @A D (A S 6.1 &A%

SECOND. 6.2 %),
R#EIKEZ T (DC 1.7V & 3.6V
/5mA) , EEAT AR EBEENEA TG
77 10N (1Kgf) 89d=/E 7, A2 K/
A 69 3% B 3F I K # AT K, F G
1, 000, 000 &k VA E,

Aggroyed éreigr Dezég?‘dggt.

JE & B T x L
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