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SECTION:A—A

REV

ECN No.

DATE

REMARK

NEW

2017.03.21

NEW RELEASE

ECN1706005

2017.06.08

J&i 0.5

ECN1707018

2017.07.24

Ui - SMTTHIAEIN0™0. 2mm R~ 42

ECN1908008

2019.08.24

ARG, BT

[ECR20200501¢]

2020.05.27

IR R, B MOLDINGE: )

MM |O|w

ECR2011007

2020.11.20

ST L 5T 1. 83

NOTE:

1.ELECTRICAL PERFORMANCE,
1-1. CURRENT RATING:5 AMPS. FOR TOTAL VBUS/GND PINS;

1.25AMPS FOR CC PIN,

0.25 AMPS. FOR ALL OTHER CONTACT.

1—2. VOLTAGE RATING:20V DC/AC (RMS. MAX)

1-3. LLCR:.
VBUS & GND PINS AND OTHER PINS:

£7|0.10|a

0.9£0.05

ALL CONTACTS

PIN DEFINITION:

40MQ/PIN MAX.
SHIELD:50MQ/MAX.
LLCR MAX. CHANGE OF ALL PINS: 10MQ.
1—4.INSULATION RESISTANCE: 100MQ MIN
1-5.DIELECTRIC WITHSTAND VOLTAGE,AC 100V FOR 1 MINUTE.
2.MECHANICAL PERFORMANCE,
2—1.INSERTION FORCE: 5~20N.
2—-2.EXTRACTION FORCE: 8~20N.
2—3.DURABILITY: 10000 CYCLES.
3.ENVIRONMENTAL PERFORMANCE:
OPERATING TEMPERATURE: —25°C~+85"C.
4.IR REFLOW:
THE PEAK TEMPERATURE ON THE BOARD SHALL
BE MAINTAINED FOR 10 SECONDS AT 260°C.
5.COMPLIANCE WITH ROHS REQUIREMENTS.
6.SALT SPRAY:48H
7. With" A ” for the key control size
8.TID No. 11015
9.PART NUMBER CODE:

Z-CF 036 S L X XXR-C - 01

PACKING OPTIONS:
R:TAPE & REEL
CONTACTS PLATED:

12:Contact Area: Au 3u”
Solder Tails:GF

HOUSING COLOR:

PIN No. Al

A6 BB

A9 | A10 | A11 | A12

SIGNAL NAME

TX1+

TX1—| VBus

CC1 | D+

D-

SBU1

VBus | RX2—| RX2-+H GND

PIN No.

B11

B10| B9 | B8 | B7

B6

BS

B4 | B3| B2 | B1

SIGNAL NAME

RX1H

RX1—| VBus

SBU2| D-

D+

CC2

VBus | TX2—| TX2+| GND

TABLE:

NO PART

Material

1 SHELL

STAINLESS STEEL 304, NI 50u™ MIN

PLATED

STAINIESS STEEL 301,NO PLATED

1
EMI Plate 1
Mid Plate 1

STAINIESS STEEL 301, NO PLATED

COPPER ALLOY,Au Plated On Vontact Area
GF Plated On Solder Area;Nickel 50u”Min Underplating Over All.

2

3

4 CONTACT 24
5 HOUSING

PAST BLACK UL94 V-0

6 CAP 1

LCP BLACK UL94 V-0

PART NO.:
SEE THE PART NUMBER CODE
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