1.View and size(#1 15 J2 )

Main technical indicators( £ B R {5 H7)

1.Mating (kK %L) 5000

2.Working Temperature (il %) -55~+150 C

3.IP Rating (I5747'4%.3) IP 50

4. Diameter of socket end(4fi £+ EL1%) ®0.5 s
5.Testing Voltage (T B /%) 1000V

6.Working Voltage (T-{f /%) 950V

7.Rated Current (4i5E FEI) 5A

8.Shell material(7 4474 )57

Brass (chromium
plating)/(nickel
plating) fixation ring/

SO CHERRD J(PEAR)

[ 52 Pl
. . i Copper alloy gold
9.Pin Material (i £14#14}) plating (8 2 -8 %)
10.Insulator material(442 A1 7 ) L:PPS P:PEEK

Sum up (& 45)

Series(&41)

B

Shell style/model (#}53kf
FvER=D)

ZGG:With a nut (post-fixed)ii & —

AMERE 1A E )

Button (4%4)

A button(—/M#)

Termination type (£ i1:257)

Mother solder tin(£}E4%)

Line diameter awg(Zk#4 H.1%)

34AWG-28AWG

Cable diameter® (FLZiE1E)

©1.4-3.0MM

Match plug(VC it k)

TGG.00.P02.CXAD32H

Location pin combination GEfT444E)

LT —T 1

A L E S1 S2
MM 98 12 M75 0. 6.3 9
in 0.315 | 0.4725 0.248 | 0.354

©)

®

Welded surface
(JH1H)

$=6.4(in0.252)

Pane hole size

(BT LR

Number of
(&) positioning pins(5& Angle( Series(% %1)--00B dp
Nomder | PRS0 - g <">
G One(1) (Zero degrees)0° Q
A Two(2) Thirty degrees(30°) (Welded mother
B Two(2) A Sixty degrees(60°) adhesive core)
c R TR R Positive v‘;exv‘of the socket
S (i 2 IE AL )
£ N ZG G.00. P02.C XL
F
J Two(2) Forty-five MOdel(ﬂ%) T
degrees(45°) e . . SUPNA
- y Positioning pin(:& f744)
- Series(& 1)
A 5 o ANGLE Needle core configuration(l it & )
5-10 +0.02 +0.05 0.1 0°-30° 0.1 Outer casing(417%)
50-100 +0.1 +0.15 +0.2 61°-90° +0.5°
Insulator(442
50-100 +0.15 0.2 +0.25 ulator(#25 %)
100- $0.15% | +0.20% | 0.25% Needle core(ff:th)
DESIGNED (i) DATE(FI47) SCALE(LL ) N/A(R i ) MODEL TYPE
- SR A: ZGG.00B.P02.CXL
CHECKED (%) DATE(H 1) VIEW(HLE) @ = PARTNO.  00B2-core socket
APPROVED (# 1) DATE(H ) UNIT(#.47) MM EAAUS 00B2:E54% e
DWG NO.:
REVISIONS | MATERIAL (b
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WEIGHT (i t)| SHEET(#)[REVISION(f1T)
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